1.

WITHIN ZONE OF INFLUENCE, OR FA-6 (CLEAN BROWN
BEACH SAND) IN NON-PAVED AREAS.
2. ALL MATERIALS SHALL BE PROPERLY COMPACTED PER NOT TO SCALE
SPECIFICATIONS (INUNDATION OR WATER JETTING NOT
ALLOWED) P\VC PIPE
3. ALL TRENCH EXCAVATIONS SHALL MEET OSHA REQUIREMENTS TRENCH
oate: s-14-0s| DETAIL

PAVEMENT OR 8” MIN. TOPSOIL

MIN.12" PLUS 0.D. OF PIPE

SEE NOTE 1 FOR/

TRENCH BACKFILL
TYPE IN PAVED AND
NON-PAVED AREAS

MAX 18" PLUS PIPE O.D. FOR TRENCHES <5'
MAX 36" PLUS PIPE O.D. FOR TRENCHES >5'
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BACKFILL TO 12"
ABOVE TOP OF PIPE
SHALL CONSIST

OF IDOT CA-7
VIRGIN CRUSHED

L IMESTONE
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NOTES:

UNDERCUT UNSUITABLE
AREAS WHERE DIRECTED AND
REPLACE WITH IDOT CA-T
VIRGIN CRUSHED LIMESTONE

TRENCH BACKFILL MATERIAL SHALL CONSIST OF CA-T

(VIRGIN CRUSHED LIMESTONE) UNDER PAVED AREAS OR
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4" MIN.

IDOT CA-7

VIRGIN CRUSHED
LIMESTONE BEDDING
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