
NOT TO SCALE

TEMPORARY

TOPSOIL

STOCKPILE

DETAIL

SILT FENCE TO EXTEND

AROUND ENTIRE PERIMETER OF

TOPSOIL STOCKPILE, OR TO 

EXTEND AROUND DOWNSTREAM

PORTION IF STOCKPILE IS ON SLOPE.

SILT 

FENCE

TOPSOIL

STOCKPILE

ORIGINAL GROUND SURFACE

10"

NOTES:

(TYP)

1. AN ON-SITE DRAINAGE SWALE SHALL BE LOCATED BETWEEN THE TOPSOIL 

   STOCKPILE AND OFF-SITE  PROPERTY.

2. REFERENCE IS MADE TO THE SILT FENCE DETAIL FOR MATERIALS AND 

   INSTALLATION METHODS.

3. IF THE STOCKPILE IS TO REMAIN FOR MORE THAN 14 DAYS,

   IT SHALL BE STABILIZED WITH BURLAP MATTING OR SEEDED WITHIN 

   7 DAYS OF COMPLETION TO MINIMIZE EROSION.

4. INSPECTION OF SILT FENCES SHALL BE AT LEAST ONCE PER WEEK

   AND AFTER RAIN EVENTS IN EXCESS OF  1/2 ". REPAIR OR REPLACEMENT 

   SHALL BE MADE PROMPTLY AS NEEDED.

5. SEDIMENT TRAPPED BY THE FENCES SHALL BE REMOVED AND PROPERLY

   DISPOSED OF WHENEVER SIGNIFICANT ACCUMULATION OCCURS.

6. SILT FENCES SHALL BE MAINTAINED IN PLACE UNTIL TOPSOIL STOCKPILE

   HAS BEEN ELIMINATED AND SHALL BE REMOVED ONLY WHEN DIRECTED 

   BY THE CITY.
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