


SUMMARY OF QUANTITIES

2

THE CONTRACTOR SHALL AT ALL TIMES PROVIDE PROTECTION FOR TRAFFIC AS CALLED FOR IN THE SPECIAL PROVISIONS & PLANS.

SPECIFICATIONS, STANDARDS AND SPECIAL PROVISIONS

IT IS THE CONTRACTOR'S RESPONSIBILITY TO ASCERTAIN EXISTING FIELD CONDITIONS BEFORE BIDDING ON THIS CONTRACT.

DURATION OF THE CONTRACT.

THE CONTRACTOR SHALL COOPERATE WITH THE CITY IF ANY UTILITY IMPROVEMENTS ARE REQUIRED BY THE CITY WITH THE

THEIR LOCATIONS.

REFERENCE MARKERS UNTIL THE OWNER, HIS AGENT. OR A PROFESSIONAL LAND SURVEYOR HAS WITNESSED OR OTHERWISE REFERENCED

THE CONTRACTOR SHALL PROTECT AND CAREFULLY PRESERVE ALL SECTION OR SUBSECTION MONUMENTS, PROPERTY CORNERS, AND

OFFSET LOCATIONS GIVEN IN THE PLANS FOR STRUCTURES, EDGE OF PAVEMENT, ETC. ARE FROM THE ROADWAY CENTERLINE.

ALL REFERENCES TO "ENGINEER" SHALL BE INTERPRETED TO MEAN THE RESIDENT ENGINEER.

MEANING OF THE CONSTRUCTION PLANS OR SPECIFICATIONS, THE DECISION OF THE ENGINEER SHALL BE FINAL AND CONCLUSIVE.

HAVE PROCEED AT HIS OWN RISK AND EXPENSE. IN THE EVENT OF ANY DOUBT OR QUESTION ARISING WITH RESPECT TO THE TRUE

AFFECTED BY OMISSIONS OR DISCREPANCIES. FAILING TO SECURE SUCH INSTRUCTIONS, THE CONTRACTOR WILL BE CONSIDERED TO

CONTRACTOR SHALL SECURE WRITTEN INSTRUCTIONS FROM THE ENGINEER PRIOR TO PROCEEDING WITH ANY PART OF THE WORK

IN THE EVENT OF DISAGREEMENT BETWEEN THE CONSTRUCTION PLANS, STANDARD SPECIFICATIONS AND/OR SPECIAL DETAILS, THE

IMMEDIATELY REPORT SAME TO THE ENGINEER BEFORE DOING ANY WORK, OTHERWISE THE CONTRACTOR ASSUMES FULL RESPONSIBILITY.

LINE AND GRADE STAKES. IF THERE ARE ANY DISCREPANCIES FROM WHAT IS SHOWN ON THE CONSTRUCTION PLANS, HE MUST

THEIR WORK WITH THE ACTUAL CONDITIONS AT THE JOB SITE. IN ADDITION, THE CONTRACTOR MUST VERIFY THE ENGINEER'S

PRIOR TO COMMENCEMENT OF CONSTRUCTION, THE CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND CONDITIONS AFFECTING

EXCAVATION) AT 1-800-892-0123 FOR FIELD LOCATION OF BURIED UTILITIES (48 HOURS NOTIFICATION IS REQUIRED).

BEFORE STARTING ANY EXCAVATION, THE CONTRACTOR SHALL CALL "JULIE" (JOINT UTILITY LOCATION INFORMATION FOR

ON THE PORTION REMAINING. ALL SAW CUTTING SHALL BE CONSIDERED INCLUDED IN THE COST OF THE ITEM REMOVED.

SAW CUTTING OF PAVEMENTS, SIDEWALK, ETC. SHALL BE TO FULL DEPTH AND SHALL RESULT IN A CLEAN STRAIGHT EDGE

STORM SEWERS, WATER MAINS, AND UTILITIES

THE STANDARD SPECIFICATIONS IF UTILITY RELOCATION, ADJUSTMENT, OR PROTECTION IS NECESSARY.

THE LOCATION OF ALL UTILITY EQUIPMENT. THE CONTRACTOR SHALL COOPERATE WITH ALL UTILITY OWNERS IN ACCORDANCE WITH

THE CONTRACTOR SHALL BE RESPONSIBLE FOR CONTACTING THE OWNERS OF ALL UTILITIES PRIOR TO CONSTRUCTION TO DETERMINE

COMPENSATION WILL BE ALLOWED.

CONTRACTOR. THIS WORK SHALL BE CONSIDERED AS INCLUDED IN THE UNIT BID PRICES OF THE CONTRACT, AND NO ADDITIONAL

UTILITIES AS SHOWN ON THE PLANS IS APPROXIMATE AND THEIR EXACT LOCATION IS TO BE DETERMINED IN THE FIELD BY THE

THE LOCATION OF EXISTING DRAINAGE STRUCTURES, STORM SEWERS, WATER MAINS, SANITARY SEWERS, AND ANY OTHER PUBLIC

OF THE OWNER OR REPLACED. THIS WORK SHALL BE AT THE CONTRACTOR'S EXPENSE.

ARE NOT SHOWN ON THE PLANS. ANY UTILITY THAT IS DAMAGED DURING CONSTRUCTION SHALL BE REPAIRED TO THE SATISFACTION

THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE PROTECTION OF ALL UNDERGROUND OR SURFACE UTILITIES EVEN THOUGH THEY

ALL UTILITY COMPANIES SHALL BE NOTIFIED AT LEAST 3 DAYS PRIOR TO THE START OF CONSTRUCTION.

SEWERS, AND APPURTENANCES THAT MUST BE KEPT IN OPERATION.

THE CONTRACTOR SHALL USE ALL NECESSARY PRECAUTIONS AND PROTECTION MEASURES REQUIRED TO MAINTAIN EXISTING UTILITIES,

AND BE READILY VISIBLE AT ALL TIMES.

ACCESSIBLE TO THE CITY FOR EMERGENCY OPERATIONS. THE LOCATIONS OF ALL WATER AND SANITARY FACILITIES SHALL BE MARKED

THE CONTRACTOR SHALL ENSURE THAT ALL WATER SYSTEM VALVES, VALVE VAULTS, AND SANITARY SEWER MANHOLES REMAIN READILY

SIGNING AND STRIPING

SEE IDOT STANDARD 780001, DISTRICT ONE DETAIL TC-13 AND PLAN SHEETS FOR PAVEMENT MARKING DETAILS.

THIS WORK WILL NOT BE PAID FOR SEPERATELY, BUT SHALL BE INCLUDED IN THE UNIT BID PRICES OF THE CONTRACT.

RE-ERECTED AT A TEMPORARY LOCATION IN A WORKMANLIKE MANNER AND BE VISIBLE TO THE TRAFFIC FOR WHICH IT IS INTENDED.

ALL SUCH SIGNS MUST BE MAINTAINED STRAIGHT AND CLEAN FOR THE DURATION OF THE TEMPORARY SETTING AND MUST BE

THE CONTRACTOR WILL BE REQUIRED TO TEMPORARILY RESET ALL SUCH SIGNS THAT INTERFERE WITH CONSTRUCTION OPERATIONS.

TRAFFIC CONTROL

TIMES DURING CONSTRUCTION OF THIS PROJECT.

THE CONTRACTOR SHALL MAINTAIN EXISTING SIDE STREET ACCESS AND EXISTING DRIVEWAY ACCESS TO ABUTTING PROPERTY AT ALL
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PAVEMENT RESURFACING

PATCHING

PAY ITEM DESCRIPTION                            

                                                           

CLASS D PATCHES (HMA BINDER IL-19mm)          

                                                                                       

PAY CODE   PAY ITEM DESCRIPTION                        

MIX TYPE

@ NDES

AIR VOIDS

4% @ 50 Gyr.

MIX TYPE

@ NDES

AIR VOIDS

4% @ 50 Gyr.IL-9.5 mm

MIX TYPE

@ NDES

AIR VOIDS

4% @ 70 Gyr.IL-19 mm

IL-9.5 mm

PAY ITEM DESCRIPTION                             

HOT-MIX ASPHALT SURFACE COURSE, MIX "D", N50        

SEPARATELY BUT SHALL BE CONSIDERED INCLUDED IN THE COST OF CURB REMOVAL AND REPLACEMENT.

OF THE IMPROVEMENT, ALL DRAINAGE STRUCTURES SHALL BE FREE OF DIRT AND DEBRIS. THIS WORK WILL NOT BE PAID FOR

FLOW OF WATER IS OBSTRUCTED, THE MATERIAL SHALL BE REMOVED AT THE CLOSE OF EACH WORKING DAY. PRIOR TO ACCEPTANCE

WHENEVER ANY LOOSE MATERIAL IS DEPOSITED IN THE FLOW LINE OF DRAINAGE STRUCTURES OR GUTTERS SUCH THAT THE NATURAL

CONTRACTOR SHALL MILL PAVEMENT PRIOR TO PATCHING.

FOR USE OF RECYCLED MATERIAL SEE SPECIAL PROVISIONS.

HMA THE "AC TYPE" SHALL BE "PG 64-22" UNLESS MODIFIED BY DISTRICT ONE SPECIAL PROVISIONS.

THE "AC TYPE" FOR POLYMERIZED HMA MIXES SHALL BE "SBS/SBR PG 76-22" AND FOR NON-POLYMERIZED

THE UNIT WEIGHT USED TO CALCULATE ALL HMA SURFACE MIXTURE QUANTITIES IS 112 LBS/SQ YD/IN

NOTES:

ENGINEER. THE ENGINEER WILL IDENTIFY FINAL PATCH LOCATIONS IN THE FIELD.

QUANTITIES FOR PATCHING SHALL NOT EXCEED THOSE PROVIDED IN THE SUMMARY OF QUANTITIES UNLESS APPROVED BY THE

SHALL BE INCLUDED IN THE COST OF THE ASSOCIATED PAVEMENT REMOVAL ITEM, UNLESS OTHERWISE SPECIFIED.

MEETS EXISTING PAVEMENT), IN ACCORDANCE WITH THE BUTT JOINT AND HOT-MIX TAPER DETAILS SHEET INCLUDED IN THE PLANS &

HOT-MIX ASPHALT SURFACE REMOVAL BUTT JOINTS WILL BE INSTALLED AT THE ENDS OF ALL RESURFACING (WHERE RESURFACING

WRITTEN PERMISSION FROM THE CITY.

THE CONTRACTOR WILL NOT BE ALLOWED TO SET UP A YARD OR FIELD OFFICE ON STATE OR CITY PROPERTY WITHOUT

HOT-MIX ASPHALT SURFACE COURSE, MIX "D", N50 (3")      

4% @ 50 Gyr.IL-9.5 mmLEVELING BINDER (MACHINE METHOD), N50

DRIVEWAY

MIX TYPE

@ NDES

AIR VOIDS

4% @ 50 Gyr.IL-9.5 mm

PAY ITEM DESCRIPTION                             

HOT-MIX ASPHALT SURFACE COURSE, MIX "D", N50 (3")      

BIKE PATH
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EROSION CONTROL

ACCORDANCE WITH THE ILLINOIS URBAN MANUAL.

DOCUMENT.  THE CONTRACTOR SHALL ALSO UTILIZE THE STANDARDS AND SPECIFICATIONS IN

NATIONAL POLLUTANT DISCHARGE ELIMINATION SYSTEM STORM WATER PERMIT ILR10 AND THE SWPPP

STORMWATER ORDINANCES, ALL CONSTRUCTION ACTIVITIES WILL BE IN ACCORDANCE WITH THE 

ALL WORK SHALL BE DONE IN ACCORDANCE WITH THE KANE COUNTY AND THE CITY OF ST. CHARLES

OTHERWISE DISTURBED.

SEDIMENT AND EROSION CONTROL DEVICES SHALL BE FUNCTIONAL BEFORE THE PROJECT SITE IS

EXTENT PRACTICAL.

TO REDUCE THE AMOUNT OF POLLUTANTS TRIBUTARY TO STORM SEWERS AND OPEN WATERS TO THE MAXIMUM

CLEANING OF VEHICLES AND EQUIPMENT, INCLUDING CONCRETE MIXERS, SHALL BE PERFORMED IN A MANNER

BUT WILL BE INCLUDED IN THE COST OF THE CONTRACT.  SEE CONTRACT SPECIAL PROVISIONS.

EROSION CONTROL SYSTEMS REPLACED DUE TO SEDIMENT LOADING WILL NOT BE PAID FOR SEPARATELY

DAMAGED OR INEFFECTIVE EROSION CONTROL MEASURES SHALL BE REPAIRED OR REPLACED WITHIN 72 HOURS.

CONTROL MEASURES ARE OPERATIONAL.

THROUGHOUT THE PERIOD OF LAND DISTURBANCE UNTIL PERMANENT SEDIMENT AND EROSION

ALL EROSION CONTROL MEASURES SHALL BE KEPT OPERATIONAL AND MAINTAINED CONTINUOUSLY

INCLUDING THOSE DOWNSTREAM OF THE PROPOSED IMPROVEMENTS, UNTIL VEGETATION IS ESTABLISHED.

INLET FILTERS SHALL BE PLACED BETWEEN FRAME AND GRATE ON ALL STRUCTURES THAT MAY BE IMPACTED, 

"DETAILS" IN THE PLANS AND THE "SPECIAL PROVISIONS" INCLUDED IN THE CONTRACT DOCUMENTS.

TRAFFIC CONTROL DEVICES FOR STREETS AND HIGHWAYS"; THE "STANDARD SPECIFICATIONS FOR TRAFFIC CONTROL ITEMS", THE

AND RECURRING SPECIAL PROVISIONS", ADOPTED JANUARY 1, 2018; THE LATEST EDITION OF THE "ILLINOIS MANUAL ON UNIFORM

ADOPTED APRIL 1, 2016 (HEREINAFTER REFERRED TO AS THE STANDARD SPECIFICATIONS); THE "SUPPLEMENTAL SPECIFICATIONS

ALL CONSTRUCTION SHALL BE IN ACCORDANCE WITH THE "STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION",

ACCORDANCE WITH SECTION 107.14 OF THE STANDARD SPECIFICATIONS.

ALL TRAFFIC CONTROL AND OTHER ADVISORY SIGNS NEEDED FOR CONSTRUCTION ARE TO BE FURNISHED BY THE CONTRACTOR IN

4.

5.

9.

ANY ROAD CLOSURES AND/OR DETOURS NEEDED FOR CONSTRUCTION SHALL BE INCLUDED IN THE COST OF THE ASSOCIATED PAY ITEMS.

GENERAL NOTES & SUMMARY OF QUANTITIES

THE COST OF THE ASSOCIATED TRAFFIC CONTROL PAY ITEMS.

TRAFFIC CONTROL MAINTENANCE AND SURVEILLANCE SHALL BE PERFORMED BY THE CONTRACTOR AS NEEDED AND SHALL BE INCLUDED IN

AT: 200 DEVEREAUX WAY, OR AS DIRECTED BY THE ENGINEER.

CITY OF ST. CHARLES.  THE CONTRACTOR SHALL DELIVER THE EXISTING FRAMES, LIDS AND GRATES TO THE PUBLIC WORKS FACILITY

WHEN NEW FRAMES ARE CALLED FOR ON THE PLANS, THE EXISTING FRAMES, LIDS AND GRATES SHALL REMAIN THE PROPERTY OF THE

GENERAL NOTES HOT MIX ASPHALT CHART
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EXISTING TYPICAL CROSS SECTION
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30.0' 30.0'

1.0'
5.0'

1.75' 1.75'
8.95'+- 13.3'+- 13.3'+-

EXISTING COMBINATION CONCRETE CURB & GUTTER, TYPE B MODIFIED

NORTH 12TH AVENUE

4

5.0'
1.0'

1

8.95'+-
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33.0' 33.0'

1.0'
5.0'

1.75' 1.75'
11.0'+- 14.25'+- 14.25'+-

EXISTING COMBINATION CONCRETE CURB & GUTTER, TYPE B MODIFIED

4

5.0'
1.0'

1

11.0'+-

MILDRED & RITA AVENUE

CORES: C-18 & C-19 

CORES: C-9 - C-13 

3.0%+- 3.0%+-

2.0%+- 2.0%+-

EXISTING HOT-MIX ASPHALT SURFACE & BINDER COURSE, 2-3/4" - 5-3/4"

EXISTING AGGREGATE BASE COURSE, 4" - 7"

EXISTING HOT-MIX ASPHALT SURFACE & BINDER COURSE, 4-1/2" - 6"

EXISTING AGGREGATE BASE COURSE, 5" - 9"

PROPOSED TYPICAL CROSS SECTION
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NORTH 12TH AVENUE
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2.0%+- 2.0%+-

1
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5

AREA REFLECTIVE CRACK CONTROL TREATMENT

HOT-MIX ASPHALT SURFACE REMOVAL, 2-1/2"

PROPOSED HOT-MIX ASPHALT SURFACE COURSE, 2"

PROPOSED HOT-MIX ASPHALT LEVELING BINDER, 3/4" 

6 EXISTING HOT-MIX ASPHALT SURFACE & BINDER COURSE, TO REMAIN

8

7

2% MAX. CROSS SLOPE

6" THROUGH DRIVEWAYS

PROPOSED 5" PCC SIDEWALK

AS DETERMINED BY FIELD ENGINEER

LOCATIONS AS SHOWN OF PLANS OR*

PROP. COMBINATION CONCRETE CURB AND GUTTER, TYPE B MODIFIED

2 3 4 5 6* ** *
7

TOPSOIL AND SOD (1.0' WIDE TYP.)

PARKWAY TO BE RESTORED WITH 4"

PROPOSED TYPICAL CROSS SECTION

CL

E
X
 

R
O

W

E
X
 

R
O

W

33.0' 33.0'

1.0'
5.0'

1.75' 1.75'
11.0'+- 14.25'+- 14.25'+- 5.0'

1.0'
11.0'+-

MILDRED & RITA AVENUE

3.0%+- 3.0%+-

1

2

3

4

5

AREA REFLECTIVE CRACK CONTROL TREATMENT

HOT-MIX ASPHALT SURFACE REMOVAL, 2-1/2"

PROPOSED HOT-MIX ASPHALT SURFACE COURSE, 2"

PROPOSED HOT-MIX ASPHALT LEVELING BINDER, 3/4" 

6 EXISTING HOT-MIX ASPHALT SURFACE & BINDER COURSE, TO REMAIN

8

7

2% MAX. CROSS SLOPE

6" THROUGH DRIVEWAYS

PROPOSED 5" PCC SIDEWALK

AS DETERMINED BY FIELD ENGINEER

LOCATIONS AS SHOWN OF PLANS OR*

PROP. COMBINATION CONCRETE CURB AND GUTTER, TYPE B MODIFIED

TOPSOIL AND SOD (1.0' WIDE TYP.)

PARKWAY TO BE RESTORED WITH 4"

1*8 *
7

2 3 4 5 6 1* *8

EXISTING TYPICAL CROSS SECTION
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4 EXISTING PCC SIDEWALK
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33.0' 33.0'

1.0'
5.0'

1.75' 1.75'
11.0'+- 14.25'+- 14.25'+-

EXISTING COMBINATION CONCRETE CURB & GUTTER, TYPE B MODIFIED

4

5.0'
1.0'

1

11.0'+-

3.0%+- 3.0%+-

RUTH & JEWEL AVENUE

CORES: C-7 & C-8

EXISTING HOT-MIX ASPHALT SURFACE & BINDER COURSE, 4" - 5"

EXISTING AGGREGATE BASE COURSE, 7" - 8"

PROPOSED TYPICAL CROSS SECTION
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1.75' 1.75'
11.0'+- 14.25'+- 14.25'+- 5.0'
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3.0%+- 3.0%+-

RUTH & JEWEL AVENUE

LC
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AREA REFLECTIVE CRACK CONTROL TREATMENT

HOT-MIX ASPHALT SURFACE REMOVAL, 2-1/2"

PROPOSED HOT-MIX ASPHALT SURFACE COURSE, 2"

PROPOSED HOT-MIX ASPHALT LEVELING BINDER, 3/4" 

6 EXISTING HOT-MIX ASPHALT SURFACE & BINDER COURSE, TO REMAIN

8

7

2% MAX. CROSS SLOPE

6" THROUGH DRIVEWAYS

PROPOSED 5" PCC SIDEWALK

AS DETERMINED BY FIELD ENGINEER

LOCATIONS AS SHOWN OF PLANS OR*

PROP. COMBINATION CONCRETE CURB AND GUTTER, TYPE B MODIFIED

TOPSOIL AND SOD (1.0' WIDE TYP.)

PARKWAY TO BE RESTORED WITH 4"
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EXISTING TYPICAL CROSS SECTION
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1.0' 1.75' 1.75'
14.0'+- 12.25'+- 12.25'+-

EXISTING COMBINATION CONCRETE CURB & GUTTER, TYPE B MODIFIED
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14.0'+-

EXISTING TYPICAL CROSS SECTION
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33.0' 33.0'

1.0' 1.75' 1.75' 1.0'

1

CORES: C-15 - C-17

2.0%+- 2.0%+-

2.0%+- 2.0%+-

33.0' 33.0'

STATION 0+00 TO 6+50

RONZHEIMER AVENUE

RONZHEIMER AVENUE

1

2

3

4 EXISTING PCC SIDEWALK

EXISTING COMBINATION CONCRETE CURB & GUTTER, TYPE B MODIFIED

EXISTING HOT-MIX ASPHALT SURFACE & BINDER COURSE, 3"

EXISTING POZZOLANIC BASE COURSE, 6"

4

4.0' 4.0'

4

4.0'

4

4.0'

4

STATION 6+50 TO 21+35

14.25'+- 20+55 TO 21+35

VARIES 19+75 TO 20+55

12.25'+- 6+50 TO 19+75

14.25'+- 20+55 TO 21+35

VARIES 19+75 TO 20+55

12.25'+- 6+50 TO 19+75

12'+- 20+55 TO 21+35

VARIES 19+75 TO 20+55

14'+- 6+50 TO 19+75

12'+- 20+55 TO 21+35

VARIES 19+75 TO 20+55

14'+- 6+50 TO 19+75

CORES: C-14

EXISTING HOT-MIX ASPHALT SURFACE & BINDER COURSE, 3" - 4"

EXISTING AGGREGATE BASE COURSE, 9" - 12"

PROPOSED TYPICAL CROSS SECTION
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STATION 0+00 TO 6+50

RONZHEIMER AVENUE

4.0' 4.0'
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AREA REFLECTIVE CRACK CONTROL TREATMENT

HOT-MIX ASPHALT SURFACE REMOVAL, 2-1/2"

PROPOSED HOT-MIX ASPHALT SURFACE COURSE, 2"

PROPOSED HOT-MIX ASPHALT LEVELING BINDER, 3/4" 

6 EXISTING HOT-MIX ASPHALT SURFACE & BINDER COURSE, TO REMAIN

8

7

2% MAX. CROSS SLOPE

6" THROUGH DRIVEWAYS

PROPOSED 5" PCC SIDEWALK

AS DETERMINED BY FIELD ENGINEER

LOCATIONS AS SHOWN OF PLANS OR*

PROP. COMBINATION CONCRETE CURB AND GUTTER, TYPE B MODIFIED

TOPSOIL AND SOD (1.0' WIDE TYP.)

PARKWAY TO BE RESTORED WITH 4"

2 3 4 65 1*1*

1

2

3

4

5

AREA REFLECTIVE CRACK CONTROL TREATMENT

HOT-MIX ASPHALT SURFACE REMOVAL, 2-1/2"

PROPOSED HOT-MIX ASPHALT SURFACE COURSE, 2"

PROPOSED HOT-MIX ASPHALT LEVELING BINDER, 3/4" 

6 EXISTING HOT-MIX ASPHALT SURFACE & BINDER COURSE, TO REMAIN

8

7

2% MAX. CROSS SLOPE

6" THROUGH DRIVEWAYS

PROPOSED 5" PCC SIDEWALK

AS DETERMINED BY FIELD ENGINEER

LOCATIONS AS SHOWN OF PLANS OR*

PROP. COMBINATION CONCRETE CURB AND GUTTER, TYPE B MODIFIED

TOPSOIL AND SOD (1.0' WIDE TYP.)

PARKWAY TO BE RESTORED WITH 4"

8 *
7

8*

PROPOSED TYPICAL CROSS SECTION

CL

E
X
 

R
O

W

E
X
 

R
O

W

33.0' 33.0'

1.0' 1.75' 1.75' 1.0'

1

2.0%+- 2.0%+-

RONZHEIMER AVENUE

4.0' 4.0'

STATION 6+50 TO 21+35

14.25'+- 20+55 TO 21+35

VARIES 19+75 TO 20+55

12.25'+- 6+50 TO 19+75

14.25'+- 20+55 TO 21+35

VARIES 19+75 TO 20+55

12.25'+- 6+50 TO 19+75

12'+- 20+55 TO 21+35

VARIES 19+75 TO 20+55

14'+- 6+50 TO 19+75

12'+- 20+55 TO 21+35

VARIES 19+75 TO 20+55

14'+- 6+50 TO 19+75

8 *
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1* 32 4 5 6 1* *8
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12.5'+- 12.5'+-
1.5' 1.5'

18.0'+-18.0'+-

DOVER HILL COURT

EXISTING HOT-MIX ASPHALT SURFACE & BINDER COURSE, 2-3/4" - 3-1/2"

EXISTING AGGREGATE BASE COURSE, 9"

EXISTING COMBINATION CONCRETE CURB & GUTTER, TYPE M3.12

CORES: C-25 & C-26
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AREA REFLECTIVE CRACK CONTROL TREATMENT

HOT-MIX ASPHALT SURFACE REMOVAL, 1-1/4"

5

6

AS DETERMINED BY FIELD ENGINEER

LOCATIONS AS SHOWN OF PLANS OR*

TOPSOIL AND SOD (1.0' WIDE TYP.)

PARKWAY TO BE RESTORED WITH 4"

PROP. COMBINATION CONCRETE CURB AND GUTTER, TYPE M3.12

PROPOSED HOT-MIX ASPHALT SURFACE COURSE, 1-1/2"

& BINDER COURSE, TO REMAIN
EXISTING HOT-MIX ASPHALT SURFACE 
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EXISTING TYPICAL CROSS SECTION

1

2

3

1 2

CL

E
X
 

R
O

W

E
X
 

R
O

W

3

30.0' 30.0'

1

1.58' 1.58'

EXISTING COMBINATION CONCRETE CURB & GUTTER, TYPE B6.12

2.0%+- 2.0%+-

STATION 0+00 TO 1+30

SPRING AVENUE

17.65'+-TO 18.9'+- 17.65'+-TO 18.9'+-

EXISTING HOT-MIX ASPHALT SURFACE & BINDER COURSE, 5-3/4"

EXISTING AGGREGATE BASE COURSE, 18"

EXISTING TYPICAL CROSS SECTION

1

2

3

1 2

CL

E
X
 

R
O

W

E
X
 

R
O

W

3

30.0' 30.0'

1

2.0%+- 2.0%+-

STATION 1+30 TO 5+13

SPRING AVENUE

9.8'+-TO 11.6'+- 9.8'+-TO 11.6'+-16.9'+-TO 18.7'+- 16.9'+-TO 18.7'+-

EXISTING HOT-MIX ASPHALT SURFACE & BINDER COURSE, 5-3/4"

EXISTING SHOULDER

EXISTING AGGREGATE BASE COURSE, 18"

CORES: C-6

CORES: C-6

1.5' 1.5'

9.5+-TO 10.75'+- 9.5+-TO 10.75'+-

PROPOSED TYPICAL CROSS SECTION

1

CL

E
X
 

R
O

W

E
X
 

R
O

W

30.0' 30.0'

1

1.58' 1.58'

2.0%+- 2.0%+-

STATION 0+00 TO 1+30

SPRING AVENUE

17.65'+-TO 18.9'+- 17.65'+-TO 18.9'+-9.5+-TO 10.75'+- 9.5+-TO 10.75'+-

2 3 4 5 6* *7

1

2

3

4

5

AREA REFLECTIVE CRACK CONTROL TREATMENT

HOT-MIX ASPHALT SURFACE REMOVAL, 2-1/2"

PROPOSED HOT-MIX ASPHALT SURFACE COURSE, 2"

PROPOSED HOT-MIX ASPHALT LEVELING BINDER, 3/4" 

6

7

AS DETERMINED BY FIELD ENGINEER

LOCATIONS AS SHOWN OF PLANS OR*
TOPSOIL AND SOD (1.0' WIDE TYP.)

PARKWAY TO BE RESTORED WITH 4"

& BINDER COURSE, TO REMAIN
EXISTING HOT-MIX ASPHALT SURFACE 

PROPOSED TYPICAL CROSS SECTION

1E
X
 

R
O

W

E
X
 

R
O

W

30.0' 30.0'

1

2.0%+- 2.0%+-

STATION 1+30 TO 5+13

SPRING AVENUE

9.8'+-TO 11.6'+- 9.8'+-TO 11.6'+-16.9'+-TO 18.7'+- 16.9'+-TO 18.7'+-
1.5' 1.5'

LC

2 3 4 5 6

1

2

3 AREA REFLECTIVE CRACK CONTROL TREATMENT

HOT-MIX ASPHALT SURFACE REMOVAL, 2-1/2"

PROPOSED HOT-MIX ASPHALT SURFACE COURSE, 2"4

5

& BINDER COURSE, TO REMAIN
EXISTING HOT-MIX ASPHALT SURFACE 6

EXISTING SHOULDER

PROPOSED HOT-MIX ASPHALT LEVELING BINDER, 3/4" 

PROP. COMBINATION CONCRETE CURB AND GUTTER, TYPE B6.12

EXISTING TYPICAL CROSS SECTION

1

6

3

4

5 EXISTING PCC SIDEWALK

1 2 36

CL

E
X
 

R
O

W

E
X
 

R
O

W

4

40.0' 40.0'

1.0'
8.0' 11.0'+- 17.4'+- 17.4'+-

5

5.0'
1.0'

1

1.58' 1.58'

EXISTING COMBINATION CONCRETE CURB & GUTTER, TYPE B6.12

2.0%+- 2.0%+-

FOX CHASE DRIVE

15.0'+-

EXISTING AGGREGATE BASE COURSE, 5" - 6"

EXISTING BITUMINOUS ASPHALT MIX COURSE, 6-1/4"

EXISTING HOT-MIX ASPHALT SURFACE & BINDER COURSE, 3-1/2" - 5-1/2"

EXISTING HOT-MIX ASPHALT BIKE PATH

2

CORES: C-14 - C-17

PROPOSED TYPICAL CROSS SECTION

9

CL

E
X
 

R
O

W

E
X
 

R
O

W

40.0' 40.0'

1.0'
8.0' 11.0'+- 17.4'+- 17.4'+- 5.0'

1.0'1.58' 1.58'

2.0%+- 2.0%+-

FOX CHASE DRIVE

15.0'+-

2 3 4 5 6 1**1
8*7

1

2

3

4

5

AREA REFLECTIVE CRACK CONTROL TREATMENT

HOT-MIX ASPHALT SURFACE REMOVAL, 2-1/2"

PROPOSED HOT-MIX ASPHALT SURFACE COURSE, 2"

PROPOSED HOT-MIX ASPHALT LEVELING BINDER, 3/4" 

6 EXISTING HOT-MIX ASPHALT SURFACE & BINDER COURSE, TO REMAIN

8

7

2% MAX. CROSS SLOPE

6" THROUGH DRIVEWAYS

PROPOSED 5" PCC SIDEWALK

AS DETERMINED BY FIELD ENGINEER

LOCATIONS AS SHOWN OF PLANS OR

TOPSOIL AND SOD (1.0' WIDE TYP.)

PARKWAY TO BE RESTORED WITH 4"

*

PROPOSED HOT-MIX ASPHALT BIKE PATH9

PROP. COMBINATION CONCRETE CURB AND GUTTER, TYPE B6.12

*
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6

EXISTING TYPICAL CROSS SECTION

1

2

3

4 EXISTING PCC SIDEWALK

1 24

CL

E
X
 

R
O

W

E
X
 

R
O

W

3

33.0' 33.0'

1.0' 1.75' 1.75'

EXISTING COMBINATION CONCRETE CURB & GUTTER, TYPE B MODIFIED

4

1.0'

1

2.0%+- 2.0%+-

CORES: C-2 - C-4

CORES: C-1

EXISTING TYPICAL CROSS SECTION

1 2

CL

E
X
 

R
O

W

E
X
 

R
O

W

3

33.0' 33.0'

1.75' 1.75' 1.0'

1

2.0%+- 2.0%+-

1

2

3

4 EXISTING PCC SIDEWALK

EXISTING COMBINATION CONCRETE CURB & GUTTER, TYPE B MODIFIED

EXISTING AGGREGATE BASE COURSE, 4-1/2"

4

4.0'

4

EXISTING HOT-MIX ASPHALT SURFACE & BINDER COURSE, 1-1/2"

12.8'+- 13.45'+-12.8'+-9.75'+-4.7' 4.0'

ADAMS AVENUE

4' ADAMS COURT

4' STA 11+67 TO END

5' STA 2+60 TO 11+67

4' ADAMS COURT

4' STA 11+67 TO END

5' STA 2+60 TO 11+67

ADAMS AVENUE - STATION 2+60 TO END

12.3'+-TO 14.4'+- 12.3'+-TO 14.4'+-

& ADAMS COURT

11.8'+-TO 13.9'+-11.8'+-TO 13.9'+-

EXISTING HOT-MIX ASPHALT SURFACE & BINDER COURSE, 4-1/4" - 6"

EXISTING AGGREGATE BASE COURSE, 5-1/2" - 10"

STATION 1+16W TO 2+60

STA 1+16W TO 0+00

NO SIDEWALK

STA 1+16W TO 0+00

NO SIDEWALK

PROPOSED TYPICAL CROSS SECTION

E
X
 

R
O

W

E
X
 

R
O

W

33.0' 33.0'

1.75' 1.75' 1.0'

2.0%+- 2.0%+-

4.0'12.8'+- 13.45'+-12.8'+-9.75'+-4.7' 4.0'

ADAMS AVENUE

STATION 1+16W TO 2+60

STA 1+16W TO 0+00

NO SIDEWALK

STA 1+16W TO 0+00

NO SIDEWALK

LC

1* 2 3 4 5 6 *1 8*8*
7

1

2

3

4

5

AREA REFLECTIVE CRACK CONTROL TREATMENT

HOT-MIX ASPHALT SURFACE REMOVAL, 2-1/2"

PROPOSED HOT-MIX ASPHALT SURFACE COURSE, 2"

PROPOSED HOT-MIX ASPHALT LEVELING BINDER, 3/4" 

6

8

7

2% MAX. CROSS SLOPE

6" THROUGH DRIVEWAYS

PROPOSED 5" PCC SIDEWALK

AS DETERMINED BY FIELD ENGINEER

LOCATIONS AS SHOWN OF PLANS OR*

PROP. COMBINATION CONCRETE CURB AND GUTTER, TYPE B MODIFIED

TOPSOIL AND SOD (1.0' WIDE TYP.)

PARKWAY TO BE RESTORED WITH 4"

PROPOSED TYPICAL CROSS SECTION

CL

E
X
 

R
O

W

E
X
 

R
O

W

33.0' 33.0'

1.0' 1.75' 1.75' 1.0'

2.0%+- 2.0%+-

4' ADAMS COURT

4' STA 11+67 TO END

5' STA 2+60 TO 11+67

4' ADAMS COURT

4' STA 11+67 TO END

5' STA 2+60 TO 11+67

ADAMS AVENUE - STATION 2+60 TO END

12.3'+-TO 14.4'+- 12.3'+-TO 14.4'+-

& ADAMS COURT

11.8'+-TO 13.9'+-11.8'+-TO 13.9'+-

*1 62 3 4 5 1*
7

*8
8*

1

2

3

4

5

AREA REFLECTIVE CRACK CONTROL TREATMENT

HOT-MIX ASPHALT SURFACE REMOVAL, 2-1/2"

PROPOSED HOT-MIX ASPHALT SURFACE COURSE, 2"

PROPOSED HOT-MIX ASPHALT LEVELING BINDER, 3/4" 

6 EXISTING HOT-MIX ASPHALT SURFACE & BINDER COURSE, TO REMAIN

8

7

2% MAX. CROSS SLOPE

6" THROUGH DRIVEWAYS

PROPOSED 5" PCC SIDEWALK

AS DETERMINED BY FIELD ENGINEER

LOCATIONS AS SHOWN OF PLANS OR*

PROP. COMBINATION CONCRETE CURB AND GUTTER, TYPE B MODIFIED

TOPSOIL AND SOD (1.0' WIDE TYP.)

PARKWAY TO BE RESTORED WITH 4"

EXISTING AGGREGATE BASE COURSE, TO REMAIN

EXISTING TYPICAL CROSS SECTION

1 2

CL

E
X
 

R
O

W

E
X
 

R
O

W

3

33.0' 33.0'

1.75' 1.75'

1

2.0%+- 2.0%+-

1

2

3

EXISTING COMBINATION CONCRETE CURB & GUTTER, TYPE B MODIFIED

EXISTING HOT-MIX ASPHALT SURFACE & BINDER COURSE, 2-1/2"

12.25'+- 19.0'+-12.25'+-19.0'+-

EXISTING POZZOLANIC BASE COURSE, 7"

PERSIMMON DRIVE CUL-DE-SAC

PROPOSED TYPICAL CROSS SECTION

CL

E
X
 

R
O

W

E
X
 

R
O

W

33.0' 33.0'

1.75' 1.75'

2.0%+- 2.0%+-

12.25'+- 19.0'+-12.25'+-19.0'+-

PERSIMMON DRIVE CUL-DE-SAC

1 1* *2 3 4 56

1

2

3

4

AREA REFLECTIVE CRACK CONTROL TREATMENT

PROP. COMBINATION CONCRETE CURB AND GUTTER, TYPE B MODIFIED

HOT-MIX ASPHALT SURFACE REMOVAL, 1-1/4"

5

6

AS DETERMINED BY FIELD ENGINEER

LOCATIONS AS SHOWN OF PLANS OR*

TOPSOIL AND SOD (1.0' WIDE TYP.)

PARKWAY TO BE RESTORED WITH 4"

& BINDER COURSE, TO REMAIN
EXISTING HOT-MIX ASPHALT SURFACE 

NOTE: CENTER OF CUL-DE-SAC TO BE RAISED 1"

PROPOSED HOT-MIX ASPHALT SURFACE COURSE, 1-1/2" to 2-1/2"

TYPICAL STREET SECTIONS
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EXISTING TYPICAL CROSS SECTION

1

1

CL

E
X
 

R
O

W

E
X
 

R
O

W

1

2.0%+- 2.0%+-

EXISTING SHOULDER

1.5'TO 2' 1.5'TO 2'

40' STA. 24+21 TO PECK ROAD
33' STA. 1+00 TO 24+21

50' STA. 30+17 TO PECK ROAD
40' STA. 18+88 TO 30+17
33' STA. 1+00 TO 18+88

STA. 1+00 TO 39+41
CAMPTON HILLS ROAD

EXISTING TYPICAL CROSS SECTION

1

3

1 2 3

CL

E
X
 

R
O

W

E
X
 

R
O

W

40.0' 50.0'

20.8'+-

1

1.58' 1.58'

EXISTING COMBINATION CONCRETE CURB & GUTTER, TYPE B6.12

2.0%+- 2.0%+-

27.6'+-

2

13'+-TO 17.4'+-

STA. 39+41 TO PECK ROAD
CAMPTON HILLS ROAD

25'+-TO 27'+- STA. 24+21 TO 39+41
22.5'+- STA. 1+00 TO 24+21

21'+-TO 25'+-

27'+-TO 14'+- STA. 18+88 TO 39+41
22.5'+- STA. 1+00 TO 18+88

PROPOSED TYPICAL CROSS SECTION

L

E
X
 

R
O

W

E
X
 

R
O

W

2.0%+- 2.0%+-

1.5'TO 2' 1.5'TO 2'

40' STA. 24+21 TO PECK ROAD
33' STA. 1+00 TO 24+21

50' STA. 30+17 TO PECK ROAD
40' STA. 18+88 TO 30+17
33' STA. 1+00 TO 18+88

STA. 1+00 TO 39+41
CAMPTON HILLS ROAD

25'+-TO 27'+- STA. 24+21 TO 39+41
22.5'+- STA. 1+00 TO 24+21

27'+-TO 14'+- STA. 18+88 TO 39+41
22.5'+- STA. 1+00 TO 18+88

C

1 2 3 4 5 6 1

1

2

3 AREA REFLECTIVE CRACK CONTROL TREATMENT

HOT-MIX ASPHALT SURFACE REMOVAL, 2-1/2"

PROPOSED HOT-MIX ASPHALT SURFACE COURSE, 2"4

5

& BINDER COURSE, TO REMAIN
EXISTING HOT-MIX ASPHALT SURFACE 6

PROPOSED HOT-MIX ASPHALT LEVELING BINDER, 3/4" 

PROPOSED TYPICAL CROSS SECTION

1

CL

E
X
 

R
O

W

E
X
 

R
O

W

40.0' 50.0'

20.8'+-

1

1.58' 1.58'

2.0%+- 2.0%+-

27.6'+-13'+-TO 17.4'+-

STA. 39+41 TO PECK ROAD
CAMPTON HILLS ROAD

21'+-TO 25'+-

1

2

3

4

AREA REFLECTIVE CRACK CONTROL TREATMENT

HOT-MIX ASPHALT SURFACE REMOVAL, 2-1/2"

6

7

AS DETERMINED BY FIELD ENGINEER

LOCATIONS AS SHOWN OF PLANS OR*

TOPSOIL AND SOD (1.0' WIDE TYP.)

PARKWAY TO BE RESTORED WITH 4"

& BINDER COURSE, TO REMAIN
EXISTING HOT-MIX ASPHALT SURFACE PROP. COMBINATION CONCRETE CURB AND GUTTER, TYPE B6.12

7

* *2 3 4 6

CORES: C-2 - C-5

CORES: C-6

EXISTING HOT-MIX ASPHALT SURFACE & BINDER COURSE, 12-1/2"

EXISTING AGGREGATE BASE COURSE, 11-1/2"

2A 3A 2B 3B

2A

3A

EXISTING HOT-MIX ASPHALT SURFACE & BINDER COURSE, 5-1/2" - 7", STA. 1+00 TO 33+50

EXISTING AGGREGATE BASE COURSE, 6-1/2" - 16", STA. 1+00 TO 33+50

EXISTING HOT-MIX ASPHALT SURFACE & BINDER COURSE, 12-1/2", STA. 33+50 TO 39+412B

3B EXISTING AGGREGATE BASE COURSE, 11-1/2", STA. 33+50 TO 39+41

CORES: C-5

EXISTING TYPICAL CROSS SECTION

1

2

3

1 2

CL

E
X
 

R
O

W

E
X
 

R
O

W

3

30.0' 30.0'

1

2.0%+- 2.0%+-

JACKSON AVENUE

9.5'+-TO 11.5'+- 9.5'+-TO 11.5'+-

EXISTING HOT-MIX ASPHALT SURFACE & BINDER COURSE, 4-3/4"

EXISTING SHOULDER

EXISTING AGGREGATE BASE COURSE, 10"

1.5' 1.5'
17'+-TO 19'+-

4

5.0'
1.0'

11.0'+-TO 13'+-

4 EXISTING PCC SIDEWALK

PROPOSED TYPICAL CROSS SECTION

1

CL

E
X
 

R
O

W

E
X
 

R
O

W

30.0' 30.0'

1

2.0%+- 2.0%+-

JACKSON AVENUE

9.5'+-TO 11.5'+- 9.5'+-TO 11.5'+-
1.5' 1.5'

17'+-TO 19'+- 5.0'
1.0'

11.0'+-TO 13'+-

1 12 3 4 5 6 8*

EXISTING SHOULDER1

2

3

4

5

AREA REFLECTIVE CRACK CONTROL TREATMENT

HOT-MIX ASPHALT SURFACE REMOVAL, 2-1/2"

PROPOSED HOT-MIX ASPHALT SURFACE COURSE, 2"

PROPOSED HOT-MIX ASPHALT LEVELING BINDER, 3/4" 

6 EXISTING HOT-MIX ASPHALT SURFACE & BINDER COURSE, TO REMAIN

8

7

2% MAX. CROSS SLOPE

6" THROUGH DRIVEWAYS

PROPOSED 5" PCC SIDEWALK

AS DETERMINED BY FIELD ENGINEER

LOCATIONS AS SHOWN OF PLANS OR*

TOPSOIL AND SOD (1.0' WIDE TYP.)

PARKWAY TO BE RESTORED WITH 4"

7

CAMPTON

PROPOSED HOT-MIX ASPHALT SURFACE COURSE, 2"

5 PROPOSED HOT-MIX ASPHALT LEVELING BINDER, 3/4" 

5

EXISTING SHOULDER, REMOVE & REPLACE

TO 39+41
11'+-TO 13'+- STA. 24+16
11'+- STA. 1+00 TO 24+16

TO 39+41
11'+-TO 21.4'+- STA. 24+16
11'+- STA. 1+00 TO 24+16

CAMPTON

TO 39+41
11'+-TO 13'+- STA. 24+16
11'+- STA. 1+00 TO 24+16

TO 39+41
11'+-TO 21.4'+- STA. 24+16
11'+- STA. 1+00 TO 24+16
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13.0 SY

26.0 SY
11.4 SY
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PCC
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10.0 SY
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HMA

PCC HMA
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+
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NORTH  12TH  AVENUE

E
A
S
T
  M

A
IN
  S

T
.

W
IN

G
  

A
V

E
.

NORTH  12TH  AVENUE

REPLACE B-BOX

IN PAVEMENT

FRAME & LID

STORM MH, ADJUST

8

STA. 8+36

BUTT JOINT

STA. 0+96.5

BEGIN HMA PAVING

IN CURB

ADJUST FRAME

2

3
4 5

REMOVE & REPLACE

4' DIA SAN MH,

WITH 10 LF 8" PVC

REMOVE & REPLACE

8" VCP SAN

WITH 10 LF 8" PVC

REMOVE & REPLACE

8" VCP SAN

1

6

WITH 6" PVC

& 6 LF OF SERVICE

REPLACE SERVICE TEE

WITH 6" PVC

& 6 LF OF SERVICE

REPLACE SERVICE TEE

REMOVE & REPLACE

25 LF - 10" PVC

1

2

3

4

5

6

NORTH  12TH     AVENUE

SIDEWALK - REMOVE ONLY

SIDEWALK - NEW

SIDEWALK - REMOVE & REPLACE

FRAME IN PAVEMENT

VALVE VAULT ADJUST

REPLACE (TYP.)

CURB REMOVE &

REPLACE (TYP.)

CURB REMOVE &

2
6
.6
' 

e
-
e

PROP. HOT-MIX ASPHALT SURFACE COURSE = 2"

PROP. AREA REFLECTIVE CRACK CONTROL TREATMENT

PROP. HOT-MIX ASPHALT LEVELING BINDER = 3/4"

HOT-MIX ASPHALT SURFACE REMOVAL = 2-1/2"

NORTH 12TH AVENUE:
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W
A

S
H
IN

G
T

O
N
  

A
V

E
.

S
O

U
T

H
  A

V
E
.

IN PAVEMENT

NEW FRAME & LID

SAN MH, ADJUST

IN PAVEMENT

NEW FRAME & LID

STORM MH, ADJUST

REPLACE B-BOX

STA. 0+10.0

BUTT JOINT
STA. 5+13.0

BUTT JOINT

STA. 0+38.5

BUTT JOINT

STA. 0+61.5

BUTT JOINT

REMOVE & REPLACE

FIRE HYDRANT ASSEMBLY,

REMOVE & REPLACE

FIRE HYDRANT ASSEMBLY,

REMOVE & REPLACE

FIRE HYDRANT ASSEMBLY,

STA. 0+16.0

BUTT JOINT

STA. 2+61.0

BUTT JOINT

STA. 0+50

STA. 2+61.5

9

FRAME & GRATE IN CURB

ADJUST NEW TYPE 3

SPRING,  JACKSON  &  ADAMS  AVENUE

ADAMS  AVENUE

S
. 
 9

T
H
  

A
V

E
.

STA. 0+1 1W

BUTT JOINT

SIDEWALK - REMOVE ONLY

SIDEWALK - NEW

SIDEWALK - REMOVE & REPLACE

8" PVC, SDR 26

& REPLACE WITH

SAN MH, REMOVE

FRAME IN PAVEMENT

STORM MH, ADJUST

WITH 4' DIA. MH

REMOVE & REPLACE

3' DIA. SAN MH,

PROP. HOT-MIX ASPHALT SURFACE COURSE = 2"

PROP. AREA REFLECTIVE CRACK CONTROL TREATMENT

PROP. HOT-MIX ASPHALT LEVELING BINDER = 3/4"

HOT-MIX ASPHALT SURFACE REMOVAL = 2-1/2"

SPRING AVENUE:

PROP. HOT-MIX ASPHALT SURFACE COURSE = 2"

PROP. AREA REFLECTIVE CRACK CONTROL TREATMENT

PROP. HOT-MIX ASPHALT LEVELING BINDER = 3/4"

HOT-MIX ASPHALT SURFACE REMOVAL = 2-1/2"

JACKSON AVENUE:

ALTERNATE  BID  NO. 1

JACKSON  AVENUE
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ADAMS  AVENUE
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ADAMS  AVENUE

REMOVE & REPLACE

30 LF - 12" RCP

REMOVE & REPLACE

20 LF - 12" RCP

FRAME IN PAVEMENT

STORM MH, ADJUST

STA. 0+22

BUTT JOINT

STA. 0+50

STA. 2+59.7

STA. 0+50

STA. 5+30.2

STA. 0+50

STA. 8+51.8

STA. 0+16

BUTT JOINT

STA. 0+84

BUTT JOINT

STA. 0+40

BUTT JOINT

IN PAVEMENT

NEW FRAME & LID

SAN MH, ADJUST

IN PAVEMENT

NEW FRAME & LID

SAN MH, ADJUST

10

STA. 0+16

BUTT JOINT

STA. 0+67

BUTT JOINT

STA. 0+84

BUTT JOINT

STA. 0+16

BUTT JOINT

IN CURB

ADJUST FRAME

IN CURB

ADJUST FRAME

STA. 0+00

STA. 11+67.5

AT ROW

END PVT.

4
' 

W
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L
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4
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W
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K

5
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5
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5
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L
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5
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W
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L
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5
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W
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L
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5
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W
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L
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WITH 12" PVC

REMOVE & REPLACE

12 LF - 12" RCP

WITH 12" PVC

REMOVE & REPLACE

10 LF - 12" RCP

FRAME IN PAVEMENT

STORM MH, ADJUST

FRAME IN PAVEMENT

SAN MH, ADJUST

FRAME IN PAVEMENT

STORM MH, ADJUST

FRAME IN PAVEMENT

SAN MH, ADJUST

FRAME IN PAVEMENT

SAN MH, ADJUST

FRAME IN PAVEMENT

SAN MH, ADJUST

WITH 15" PVC

REMOVE & REPLACE

8 LF - 15" RCP

SIDEWALK - REMOVE ONLY

SIDEWALK - NEW

SIDEWALK - REMOVE & REPLACE

IN PAVEMENT

NEW FRAME & LID

STORM MH, ADJUST

FRAME IN PAVEMENT

STORM MH, ADJUST

2' DIA. INLET

REMOVE & REPLACE 

IN CURB

ADJUST FRAME

REPLACE (TYP.)

CURB REMOVE &

REPLACE (TYP.)

CURB REMOVE &

IN CURB

ADJUST FRAME

IN CURB

ADJUST FRAME

& 15 LF 8" DIWM

8" VALVE, 10"x8" TEE

REPLACE 5' DIA. VAULT

STA. 12+00, 22' R.

ASSEMBLY

NEW FIRE HYDRANT

PROP. HOT-MIX ASPHALT SURFACE COURSE = 2"

PROP. AREA REFLECTIVE CRACK CONTROL TREATMENT

PROP. HOT-MIX ASPHALT LEVELING BINDER = 3/4"

HOT-MIX ASPHALT SURFACE REMOVAL = 2-1/2"

ADAMS AVENUE:

RELOCATE TO OTHER SIDE OF MAIN

REMOVE & REPLACE

FIRE HYDRANT ASSEMBLY,
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ADAMS  AVENUE  &  COURT

STA. 13+68.6

REPLACE B-BOX
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4
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L
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4
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VALVE VAULT, ADJUST
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WITH 12" PVC

REMOVE & REPLACE

10 LF - 12" RCP

SIDEWALK - REMOVE ONLY

SIDEWALK - NEW

SIDEWALK - REMOVE & REPLACE

IN CURB

ADJUST FRAME

REPLACE (TYP.)

CURB REMOVE &IN CURB

ADJUST FRAME

PROP. HOT-MIX ASPHALT SURFACE COURSE = 2"

PROP. AREA REFLECTIVE CRACK CONTROL TREATMENT

PROP. HOT-MIX ASPHALT LEVELING BINDER = 3/4"

HOT-MIX ASPHALT SURFACE REMOVAL = 2-1/2"

ADAMS AVENUE & COURT:

1 1
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REPLACE B-BOX
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ADJUST FRAME
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ADJUST FRAME

STA. 0+35

BUTT JOINT

STA. 0+00

STA. 20+13.6

WITH 12" PVC

REMOVE & REPLACE

15 LF - 12" RCP

SIDEWALK - REMOVE ONLY

SIDEWALK - NEW

SIDEWALK - REMOVE & REPLACE

NEW AUX. BOX

BOLT REPLACEMENT W/

FIRE HYDRANT ASSEMBLY

NEW AUX. BOX, RAISE 6"

BOLT REPLACEMENT W/

FIRE HYDRANT ASSEMBLY

REPLACE (TYP.)

CURB REMOVE &

2' DIA. INLET

REMOVE & REPLACE

PROP. HOT-MIX ASPHALT SURFACE COURSE = 2"

PROP. AREA REFLECTIVE CRACK CONTROL TREATMENT

PROP. HOT-MIX ASPHALT LEVELING BINDER = 3/4"

HOT-MIX ASPHALT SURFACE REMOVAL = 2-1/2"

ADAMS AVENUE:
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STA. 6+96

BUTT JOINT

STA. 0+00

STA. 4+22.7

13

STA. 7+13

BUTT JOINT

CROSSWALK, 6" WHITE CROSSWALK, 6" WHITE

SIDEWALK - REMOVE ONLY

SIDEWALK - NEW

SIDEWALK - REMOVE & REPLACE

WITH 12" PVC

REMOVE & REPLACE

15 LF - 12" RCP
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MILDRED  AVE  &  PERSIMMON  DR  CUL-DE-SAC

CROSSWALK, 6" WHITE

24" WHITE

STOP BAR

REMOVE & REPLACE

2' DIA. CATCH BASIN,

REMOVE & REPLACE

2' DIA. CATCH BASIN,

REMOVE & REPLACE

2' DIA. INLET,

STA. 0+38

BUTT JOINT

REPLACE (TYP.)

CURB REMOVE &

6" DI  WATER MAIN

6" VALVE & 8 LF OF

REPLACE 4' DIA. VAULT,

IN CURB

ADJUST FRAME

PROP. HOT-MIX ASPHALT SURFACE COURSE = 2"

PROP. AREA REFLECTIVE CRACK CONTROL TREATMENT

PROP. HOT-MIX ASPHALT LEVELING BINDER = 3/4"

HOT-MIX ASPHALT SURFACE REMOVAL = 2-1/2"

MILDRED AVENUE:

PROP. HOT-MIX ASPHALT SURFACE COURSE = 1-1/2" TO 2-1/2"

PROP. AREA REFLECTIVE CRACK CONTROL TREATMENT

HOT-MIX ASPHALT SURFACE REMOVAL = 1-1/4"

PERSIMMON DRIVE CUL-DE-SAC:

AND PAVE OVER GUTTER FLAG

RAISE CENTER OF CUL-DE-SAC 1"
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RITA  AVENUE

JO
B
E
  A

V
E
.

S
O

U
T

H
  T

Y
L
E
R
  R

D
.

STA. 0+63

BUTT JOINT
REMOVE & REPLACE

FIRE HYDRANT ASSEMBLY,

REMOVE & REPLACE

FIRE HYDRANT ASSEMBLY,

REMOVE & REPLACE

FIRE HYDRANT ASSEMBLY,

STA. 13+10

BUTT JOINT

14

FRAME IN PAVEMENT

VALVE VAULT, ADJUST

SIDEWALK - REMOVE ONLY

SIDEWALK - NEW

SIDEWALK - REMOVE & REPLACE

CROSSWALK, 6" WHITE

STOP BAR, 24" WHITE

BUTT JOINT, STA. 0+14

CROSSWALK, 6" WHITE

STOP BAR, 24" WHITE

BUTT JOINT, STA. 0+87

STA. 0+50

STA. 10+49.6

IN SIDEWALK

NEW FRAME & LID

STORM MH, ADJUST W/ 12" PVC

REMOVE & REPLACE

10 LF - 12" RCP

FRAME IN PARKWAY

VALVE VAULT, ADJUST

STOP BAR, 24" WHITE

CROSSWALK, 6" WHITE

IN CURB

ADJUST FRAME

REMOVE & REPLACE

2' DIA. CATCH BASIN,

REPLACE (TYP.)

CURB REMOVE &

REPLACE (TYP.)

CURB REMOVE &

PROP. HOT-MIX ASPHALT SURFACE COURSE = 2"

PROP. AREA REFLECTIVE CRACK CONTROL TREATMENT

PROP. HOT-MIX ASPHALT LEVELING BINDER = 3/4"

HOT-MIX ASPHALT SURFACE REMOVAL = 2-1/2"

RITA AVENUE:

WITH SIDE BARRIER CURB

SEE NOTE 1  FOR SIDEWALK SECTION

FRAME IN PARKWAY

VALVE VAULT, ADJUST

MEET NEW SIDEWALK ELEVATIONS.  

PARKWAY SHALL BE REGRADED AS NECESSARY TO 

SIDEWALK PER LINEAR FOOT OF SIDE BARRIER CURB.

SIDEWALK AND PAID FOR AS ONE SQUARE FOOT OF

SIDE BARRIER CURB TO BE POURED INTEGRAL WITH

CURB.  BARRIER CURB VARIES FROM 0-0.5' IN HEIGHT. 

SIDEWALK TO BE CONSTRUCTED WITH SIDE BARRIER 

NOTE 1.  
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REPLACE B-BOX REPLACE B-BOX

REPLACE B-BOX

WITH NEW AUX. BOX

BOLT REPLACEMENT

FIRE HYDRANT ASSEMBLY

WITH NEW AUX. BOX

BOLT REPLACEMENT

FIRE HYDRANT ASSEMBLY

15

STA. 0+42

BUTT JOINT

STOP BAR, 24" WHITE

CROSSWALK, 6" WHITE

STA. 0+12.5

BUTT JOINT

STA. 0+00

STA. 2+72.1

SIDEWALK - REMOVE ONLY

SIDEWALK - NEW

SIDEWALK - REMOVE & REPLACE

IN CURB

ADJUST FRAME

FRAME IN PARKWAY

STORM MH, ADJUST

REPLACE (TYP.)

CURB REMOVE &

REPLACE (TYP.)

CURB REMOVE &

IN CURB

ADJUST FRAME

PROP. HOT-MIX ASPHALT SURFACE COURSE = 2"

PROP. AREA REFLECTIVE CRACK CONTROL TREATMENT

PROP. HOT-MIX ASPHALT LEVELING BINDER = 3/4"

HOT-MIX ASPHALT SURFACE REMOVAL = 2-1/2"

RONZHEIMER AVENUE:
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16

TOP OF STRUCTURE

VALVE VAULT, REBUILD

24" WHITE

STOP BAR,

24" WHITE

STOP BAR,
6" WHITE

CROSSWALK,

6" WHITE

CROSSWALK,

STA. 0+85

BUTT JOINT

STA. 0+15

BUTT JOINT

STA. 0+50

STA. 12+69.3

STA. 21+35

BUTT JOINT

SIDEWALK - REMOVE ONLY

SIDEWALK - NEW

SIDEWALK - REMOVE & REPLACE

IN CURB

ADJUST FRAME

IN CURB

ADJUST FRAME

IN CURB

ADJUST FRAME

REPLACE (TYP.)

CURB REMOVE &

REPLACE (TYP.)

CURB REMOVE &

PROP. HOT-MIX ASPHALT SURFACE COURSE = 2"

PROP. AREA REFLECTIVE CRACK CONTROL TREATMENT

PROP. HOT-MIX ASPHALT LEVELING BINDER = 3/4"

HOT-MIX ASPHALT SURFACE REMOVAL = 2-1/2"

RONZHEIMER AVENUE:
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DOVER  HILL  COURT

DOVER  HILL  COURT

WITH NEW AUX. BOX

BOLT REPLACEMENT

FIRE HYDRANT ASSEMBLY

WITH NEW AUX. BOX

BOLT REPLACEMENT

FIRE HYDRANT ASSEMBLY

WITH NEW AUX. BOX

BOLT REPLACEMENT

FIRE HYDRANT ASSEMBLY

IN CURB

ADJUST FRAME

IN CURB

ADJUST FRAME

IN CURB

ADJUST FRAME

IN CURB

ADJUST FRAME

IN CURB

ADJUST FRAME

IN PAVEMENT

FRAME & LID

STORM MH, ADJUST

STA. 0+05S

BUTT JOINT

SIDEWALK - REMOVE ONLY

SIDEWALK - NEW

SIDEWALK - REMOVE & REPLACE

17

REPLACE (TYP.)

CURB REMOVE &

25.0' e-e

PROP. HOT-MIX ASPHALT SURFACE COURSE = 1-1/2"

PROP. AREA REFLECTIVE CRACK CONTROL TREATMENT

HOT-MIX ASPHALT SURFACE REMOVAL = 1-1/4"

DOVER HILL COURT:
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JEWEL  AVENUE

RUTH  &  JEWEL  AVENUES

REMOVE & REPLACE

FIRE HYDRANT ASSEMBLY,

REMOVE & REPLACE

FIRE HYDRANT ASSEMBLY,

REPLACE VALVE BOLTS

REPLACE B-BOX

18

IN CURB

ADJUST FRAME

IN CURB

ADJUST FRAME

STA. 0+17

BUTT JOINT,

STOP BAR, 24" WHITE

CROSSWALK, 6" WHITE

STA. 10+98

BUTT JOINT,

STOP BAR, 24" WHITE

FRAME IN PAVEMENT

SAN MH, ADJUST

FRAME IN PAVEMENT

SAN MH, ADJUST

SIDEWALK - REMOVE ONLY

SIDEWALK - NEW

SIDEWALK - REMOVE & REPLACE

CROSSWALK, 6" WHITE

REPLACE (TYP.)

CURB REMOVE &

28.5' e-e

PROP. HOT-MIX ASPHALT SURFACE COURSE = 2"

PROP. AREA REFLECTIVE CRACK CONTROL TREATMENT

PROP. HOT-MIX ASPHALT LEVELING BINDER = 3/4"

HOT-MIX ASPHALT SURFACE REMOVAL = 2-1/2"

RUTH & JEWEL AVENUES:
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4+00

5+00

2.5-007H

2.5-007

3.5-107H

3.5-086

2.5-062

1+
0
0

0
+
5
0

0
+
5
0

3.5-014

HMA

HMA

4' 4' 4' 4' 4' 4' 4' 4' 4' 4'

4' 4' 4' 4' 4' 4' 4'29'

28'

4' 7'22'

4'

43'

4'4'

9'

15
'

3.5-0123.5-013

50

25

50
30

3.5-015

3.5-0043.5-017

3.5-016

3.5-018

3.5-011 3.5-010

2.5-068

2.5-067
2.5-366

8'

2.5-002

901 Fox Chase Ct.
902 Fox Chase Ct.

1003 Fox Chase Ln.

FOX  CHASE  DRIVE

M
A

T
C

H
 

L
IN

E
 
-
 
S

T
A
. 
5

+
0
0

FOX  CHASE  DRIVE

F
O

X
  

C
H

A
S
E
  

C
T
.

F
O

X
  

C
H

A
S
E
  
L

N
.

K
IR

K
  

R
O

A
D

STA. 0+17.5

BUTT JOINT

STA. 0+19.5

BUTT JOINT

STA. 0+50.0

BUTT JOINT

WITH NEW AUX. BOX

BOLT REPLACEMENT

FIRE HYDRANT ASSEMBLY

WITH NEW AUX. BOX

BOLT REPLACEMENT

FIRE HYDRANT ASSEMBLY

REMOVE & REPLACE

4' DIA. CATCH BASIN,

STA. 0+00

STA. 4+02

19

STA. 0+50.0

BUTT JOINT IN CURB

ADJUST FRAME

IN CURB

ADJUST FRAME

TURN LANE, 6" WHITE

STOP BAR, 24" WHITE

FULL SIZE, WHITE

LETTERS & SYMBOLS

12" WHITE W/2' GAP

SIDEWALK - REMOVE ONLY

SIDEWALK - NEW

SIDEWALK - REMOVE & REPLACE

PLACED IN BINDER

4 DETECTOR LOOPS, TYPE I

STOP BAR, 24" WHITE

CROSSWALK, 6" WHITE

REPLACE (TYP.)

CURB REMOVE &

PROP. HOT-MIX ASPHALT SURFACE COURSE = 2"

PROP. AREA REFLECTIVE CRACK CONTROL TREATMENT

PROP. HOT-MIX ASPHALT LEVELING BINDER = 3/4"

HOT-MIX ASPHALT SURFACE REMOVAL = 2-1/2"

FOX CHASE DRIVE:
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6'

4
'

64'

2
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8
'

4
'

4
'

6
'

8
'

3
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5
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5
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5
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3
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2.5-363

2.5-364

2.5-289

2.5-288

2
.5
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2
8
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5
'

5
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2
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-
0
0
9

2
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-
0
0
8

2
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-
0
0
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2
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0
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2.5-004

2.5-003

9
 
S

Y

3
0
0
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901 Fox Chase Cir.

9
0
2
 
F
ox 

C
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se 

C
ir.

FOX  CHASE  DRIVE

M
A

T
C
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L
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-
 
S
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A
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+
0
0

MATCH 
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E 
- 

STA.
 11+

00

FO
X
  C

H
A
SE  D

R
IV

E

FO
X
  
C

H
A
SE
  
C
IR
.

CHARLE
M

AGN
E 
 L

N
.

WITH NEW AUX. BOX

BOLT REPLACEMENT

FIRE HYDRANT ASSEMBLY

STA. 0+00

STA. 8+58.8

STA. 0+00

STA. 10+33.0

STA. 0+42

BUTT JOINT

STA. 0+21

BUTT JOINT

20

12" WHITE W/2' GAP

SIDEWALK - REMOVE ONLY

SIDEWALK - NEW

SIDEWALK - REMOVE & REPLACE

NEW DEPRESSED F&G

ADJUST FRAME IN CURB

STOP BAR, 24" WHITE

CROSSWALK, 6" WHITE

WITH 12" PVC

REMOVE & REPLACE

8 LF - 12" RCP

REPLACE (TYP.)

CURB REMOVE &

PROP. HOT-MIX ASPHALT SURFACE COURSE = 2"

PROP. AREA REFLECTIVE CRACK CONTROL TREATMENT

PROP. HOT-MIX ASPHALT LEVELING BINDER = 3/4"

HOT-MIX ASPHALT SURFACE REMOVAL = 2-1/2"

FOX CHASE DRIVE:
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KJ & BH

1/12/2018

3/7/2018

11+00 12+00 13+00 14+00 15+00 16+00

HMA 2.5-012

0
+
5
0

2.5-010

2.5-353

2.5-351

HMA

HMA

HMA

20'42'

5' 4'13' 8'

4' 8' 4' 12'12'

4' 4' 4' 4'

28
'

9
'

28'

10
'

475

30

26.7 SY

70

65

2.5-575

2.5-285

2.5-283

2.5-352

2.5-275

2.5-279

2.5-274

6'

5'

3106

2.5-011

3101 Charlemagne Ln. 3102 Blackhawk Trl.

Stuarts Crossing Townhomes

16+00 17+00 18+00 19+00

20+00

HMA

2.4-062H
2.4-061H

0
+
5
0

2.4-041

2.4-062

2.4-123

2.4-117

HMA PCC
HMA

HMA

4' 31' 8'

4' 4'12'

9'

8
'

10'

9
'

4'

4' 4' 4'

9'10'
14'

25
26.7 SY

300

2.4-120

2.4-118

2.4-065 2.4-068

5'

5'

2.4-043 2.4-042

2.4-071

9'

40

42

25

33063102 Blackhawk Ct. 3101 Blackhawk Ct.

Stuarts Crossing Townhomes

FOX  CHASE  DRIVE

M
A

T
C

H
 

L
IN

E
 
-
 
S

T
A
. 
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M
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T
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L
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T
A
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16

+
0
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FOX  CHASE  DRIVE

FOX  CHASE  DRIVE

F
O

X
F
IE

L
D
  

D
R
.

STA. 20+01

BUTT JOINT

WITH NEW AUX. BOX

BOLT REPLACEMENT

FIRE HYDRANT ASSEMBLY

WITH NEW AUX. BOX

BOLT REPLACEMENT

FIRE HYDRANT ASSEMBLY

IN CURB

ADJUST FRAME

IN CURB

ADJUST FRAME

IN CURB

ADJUST FRAME

STA. 0+00

STA. 13+58.2

STA. 0+00

STA. 16+99.6

STA. 0+41

BUTT JOINT

21

12" WHITE W/2' GAP

STOP BAR, 24" WHITE
IN CURB

ADJUST FRAME

CROSSWALK, 6" WHITE

CROSSWALK, 6" WHITE

FRAME IN PAVEMENT

STORM MH, ADJUST

FRAME IN PAVEMENT

SAN MH, ADJUST

SIDEWALK - REMOVE ONLY

SIDEWALK - NEW

SIDEWALK - REMOVE & REPLACE

W/ CHIMNEY SEAL

FRAME IN PARKWAY

SAN MH, ADJUST

STOP BAR, 24" WHITE

CROSSWALK, 6" WHITE

STOP BAR, 24" WHITE

CROSSWALK, 6" WHITE

REPLACE (TYP.)

CURB REMOVE &

REPLACE (TYP.)

CURB REMOVE &

STA. 0+42

BUTT JOINT

B
L

A
C

K
H

A
W

K
  

C
T
.

B
L

A
C

K
H

A
W

K
  
T

R
L
.

12" WHITE W/2' GAP

IN CURB

ADJUST FRAME

PROP. HOT-MIX ASPHALT SURFACE COURSE = 2"

PROP. AREA REFLECTIVE CRACK CONTROL TREATMENT

PROP. HOT-MIX ASPHALT LEVELING BINDER = 3/4"

HOT-MIX ASPHALT SURFACE REMOVAL = 2-1/2"

FOX CHASE DRIVE:
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2018  MFT  REHABILITATION  PROGRAM
34

KJ & BH

1/12/2018

3/7/2018

0+00 1+00 2+00 3+00 4+00 5+00

HMA

St. Charles Park District

St. Charles Park District

6+00 7+00 8+005+00 9+00 10+00

HMA

St. Charles Park District

St. Charles Park District

West Mary Ln.
3N223

West Mary Ln.
38W681

West Mary Ln.
3N202

22

M
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T
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+
0
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5

+
0
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M
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H
 

L
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E
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S

T
A
. 
10

+
7
5

CAMPTON  HILLS  ROAD

BEGIN PAVING

STA. 1+00

BUTT JOINT

END PAVING

STA. 1+95

BUTT JOINT

BEGIN PAVING

STA. 6+03

BUTT JOINT

EDGE LINE, 4" WHITE
2-4" YELLOW @ 11" O.C.

CENTER LINES

EDGE LINE, 4" WHITE

2-4" YELLOW @ 11" O.C.

CENTER LINES

EDGE LINE, 4" WHITE

EDGE LINE, 4" WHITE

ROW

ROW

6
6
' 
 R

O
W

ROW

ROW

6
6
' 
 R

O
W

CAMPTON  HILLS  ROAD

CAMPTON  HILLS  ROAD

2
2
' 
 e
-
e

40 MPH

ALTERNATE  BID  NO. 2

CAMPTON  HILLS  ROAD

ALTERNATE  BID  NO. 2

CAMPTON  HILLS  ROAD

DITCH LINE (285 SY)

GRADE AND SHAPE

PROP. HOT-MIX ASPHALT SURFACE COURSE = 2"

PROP. AREA REFLECTIVE CRACK CONTROL TREATMENT

PROP. HOT-MIX ASPHALT LEVELING BINDER = 3/4"

HOT-MIX ASPHALT SURFACE REMOVAL = 2-1/2"

CAMPTON HILLS ROAD:

REMOVE & REPLACE

1.5' WIDE GRAVEL SHOULDER,

REMOVE & REPLACE

1.5' WIDE GRAVEL SHOULDER,

REMOVE & REPLACE

1.5' WIDE GRAVEL SHOULDER,

REMOVE & REPLACE

1.5' WIDE GRAVEL SHOULDER,
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KJ & BH

1/12/2018

3/7/2018

16+0011+00 12+00 13+00 14+00 15+00

HMAHMA

Illinois Youth Center

HMA

St. Charles Park District

0
+
5
0

West Mary Ln.
3N188

West Mary Ln.
3N181 38W580

17+00 18+00 19+00 20+00 21+00 22+00

PCC

Illinois Youth Center St. Charles Park District

0
+
5
0

38W560 38W530

East Mary Ln.
3N174

HMA

23
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W
E
S
T
  

M
A

R
Y
  
L

N
.

E
A

S
T
  

M
A

R
Y
  
L

N
.

CAMPTON  HILLS  ROAD

2-4" YELLOW @ 11" O.C.

CENTER LINES

EDGE LINE, 4" WHITE

EDGE LINE, 4" WHITE

2-4" YELLOW @ 11" O.C.

CENTER LINES

EDGE LINE, 4" WHITE

EDGE LINE, 4" WHITE

ROW

ROW

6
6
' 
 R

O
W

ROW

ROW

6
6
' 
 R

O
W

ROW

ROW

7
3
' 
 R

O
W

STA. 0+21.5

BUTT JOINT

STA. 0+00

STA. 12+28.2

STA. 0+00

STA. 21+12.1

CAMPTON  HILLS  ROAD

CAMPTON  HILLS  ROAD

2
2
' 
 e
-
e

EX 18"

STA. 0+28

BUTT JOINT

+
8
0

+
7
0

+
6
3

+
5
3

40 MPH

40 MPH

ALTERNATE  BID  NO. 2

CAMPTON  HILLS  ROAD

ALTERNATE  BID  NO. 2

CAMPTON  HILLS  ROAD

DITCH LINE (84 SY)

GRADE AND SHAPE

DITCH LINE (52 SY)

GRADE AND SHAPE

DITCH LINE (46 SY)

GRADE AND SHAPE

WITH 18" RCP, CL IV

REMOVE & REPLACE

80 LF - 18" CMP

x

x

101.09

INV = 98.67

PROP. 18" RCP F.E.S.

REMOVE

48 LF - 24" CMP

W. PROP. RCP F.E.S. INV = 98.68

PROP. 8 LF 12" RCP, CL IV @ 6.6%

REMOVE 24" RCP, 36 LF

W. PROP. RCP F.E.S. INV = 96.87

52 LF @ 0.25% 

PROP. 19"X30" ELLIPTICAL RCP, CL IV

101.25

DITCH LINE (52 SY)

GRADE AND SHAPE

DITCH LINE (38 SY)

GRADE AND SHAPE

x100.00

INV = 96.98

INV = 96.86

W/ 2 PROP. RCP F.E.S.

WITH 18" RCP, CL IV @ 0.25%

REMOVE & REPLACE

46 LF - 18" CMP

RR-3 GRADATION

5 SY RIPRAP AND FILTER FABRIC

RR-3 GRADATION

5 SY RIPRAP AND FILTER FABRIC

PROP. HOT-MIX ASPHALT SURFACE COURSE = 2"

PROP. AREA REFLECTIVE CRACK CONTROL TREATMENT

PROP. HOT-MIX ASPHALT LEVELING BINDER = 3/4"

HOT-MIX ASPHALT SURFACE REMOVAL = 2-1/2"

CAMPTON HILLS ROAD:

REMOVE & REPLACE

1.5' WIDE GRAVEL SHOULDER,

REMOVE & REPLACE

1.5' WIDE GRAVEL SHOULDER,

REMOVE & REPLACE

1.5' WIDE GRAVEL SHOULDER,

REMOVE & REPLACE

1.5' WIDE GRAVEL SHOULDER,

INV SE = 97.00 PROP 19" x 30" ELLIPTICAL

INV E = 97.75 PROP 12" 

INV W = 97.59 EXIST 18"

INV N = 97.67 EXIST 12"

RIM = 100.00 (MATCH EOP ELEVATION)

STA. 12+71, 23' L.

NEW 6' DIA. STORM MANHOLE, R-2595-A FRAME

REMOVE 4' DIA. MANHOLE, REPLACE WITH:
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1/12/2018

3/7/2018

23+00 24+00 25+00 26+00 27+00 28+00

St. Charles Park District

East Mary Ln.
3N151 Bernice Dr.

38W381
Bernice Dr.
38W349

28+00 29+00 30+00 31+00 32+00 33+00

St. Charles Park District

0
+
5
0

Bernice Dr.
38W331

Bernice Dr.
38W319

Bernice Dr.
38W291

Bernice Dr.
38W275
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'
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'
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2-4" YELLOW @ 11" O.C.

CENTER LINES

EDGE LINE, 4" WHITE

EDGE LINE, 4" WHITE

2-4" YELLOW @ 11" O.C.

MEDIAN LINES

6" WHITE

2' DASH, 6' SKIP

FULL SIZE, WHITE

LETTERS & SYMBOLS TURN LANE, 6" WHITE

EDGE LINE, 4" WHITE

L
Y

N
N
  

D
R
.

12" YELLOW @ 50' O.C.

45 DIAGONAL,

12" YELLOW @ 50' O.C.

45 DIAGONAL,

2-4" YELLOW @ 11" O.C.

MEDIAN LINES

CAMPTON  HILLS  ROAD

ROW

ROW

7
3
' 
 R

O
W

ROW

ROW

8
0
' 
 R

O
W

ROW

ROW

8
0
' 
 R

O
W

ROW

ROW

9
0
' 
 R

O
W

STA. 0+37

BUTT JOINT

STA. 0+00

STA. 32+95.5

EDGE LINE, 4" WHITE

CAMPTON  HILLS  ROAD

CAMPTON  HILLS  ROAD

STOP BAR, 24" WHITE

BUTT JOINT

0

0

+
4
1

+
5
5

+
0
0

+
16

40 MPH

45 MPH

ALTERNATE  BID  NO. 2

CAMPTON  HILLS  ROAD

ALTERNATE  BID  NO. 2

CAMPTON  HILLS  ROAD

DITCH LINE (848 SY)

GRADE AND SHAPE

DITCH LINE (35 SY)

GRADE & SHAPE

x
100.00

INV = 96.81

RE-USE EXIST INLET BOX

INV = 95.84
W. PROP RCP F.E.S.

CL IV @ 1.2%

& REPLACE WITH 24" RCP, 

81  LF - REM. 24" CMP

RR-3 GRADATION

FILTER FABRIC

5 SY RIPRAP AND

PROP. HOT-MIX ASPHALT SURFACE COURSE = 2"

PROP. AREA REFLECTIVE CRACK CONTROL TREATMENT

PROP. HOT-MIX ASPHALT LEVELING BINDER = 3/4"

HOT-MIX ASPHALT SURFACE REMOVAL = 2-1/2"

CAMPTON HILLS ROAD:

REMOVE & REPLACE

1.5' WIDE GRAVEL SHOULDER,

REMOVE & REPLACE

1.5' WIDE GRAVEL SHOULDER,

REMOVE & REPLACE

2' WIDE GRAVEL SHOULDER,

REMOVE & REPLACE

2' WIDE GRAVEL SHOULDER,

REMOVE & REPLACE

2' WIDE GRAVEL SHOULDER,

REMOVE & REPLACE

2' WIDE GRAVEL SHOULDER,



SECTION COUNTY

ILLINOIS FED. AID PROJECTFED. ROAD DIST. NO. 1

    KANE   

TOTAL

SHEETS

SHEET

NO.RTE.

SHEET NO.    OF     SHEETS STA.            TO STA.            SCALE:          

FILE NAME USER NAME =

PLOT SCALE =

PLOT DATE = DATE

DESIGNED

CHECKED

DRAWN

-

-

-

-

REVISED -

-

-

-

REVISED

REVISED

REVISED

   

   

F.A.U.

BH
18-00110-00-RS

CONTRACT NO.

2018  MFT  REHABILITATION  PROGRAM
34

KJ & BH

1/12/2018

3/7/2018

34+00 35+00 36+00 37+00 38+00 39+00

St. Charles Park District

Lynn Dr.
3N149

Joan Dr.
38W201

Joan Dr.
38W183

Joan Dr.
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7.3-307 E
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40+00 41+00 42+00 43+00

10'

10'
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6
'

7.3-289

7.3-290

7.3-281

Storm Water Detention

St. Charles Park District

PCC HMA

HMA

7.3-278
7.3-277

7.3-279

25

SIDEWALK - REMOVE ONLY

SIDEWALK - NEW

SIDEWALK - REMOVE & REPLACE
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6" WHITE

2' DASH, 6' SKIP

12" YELLOW @ 50' O.C.

45 DIAGONAL,
2-4" YELLOW @ 11" O.C.
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HOT-MIX ASPHALT SURFACE REMOVAL = 2-1/2"
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BASIS OF PAYMENT:

COST OF THE ASSOCIATED PAVEMENT REMOVAL ITEM.

THE PRICE OF THE BUTT JOINT WILL BE INCLUDED IN THE
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