





"\LLINOIS ROUTE 64 (ALSO KNOW AS E. MAIN STREET)
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PLANT LIST

CODE | BOTANIGAL NAWE T COMMON NAE Tsze [ arv | ACDITIONALNGTES

DECIDUOUS TREES

T AGER » PREEWANI JEFFERSRED T AUTONN BLAZE MAPLE T CALPER

3 GALIPER

SYRINGA RETIGULATA IVORY SIKC | IVORY SILK JAPANESE TREELILAG | 3" GALIPER

I o T

CHANTICLEER PEAR | 3"CALPER |3 | BRANCHED UP 6
[ |
[ [s 1

DECIDUOUS SHRUBS

OR | DIERVILLA RIVULARIS KODIAK RED' KODIAK RED BUSH-HONEYSUGKLE | |
RA__| RHUS AROMATIGA GROLOW' GRO-LOW SUMAG T s |
| SPIRAEA JAPONICA 'WALBUMA™ | MAGIC CARPET SPIREA | | EER|
[ SYRINGA PATULA MiSS KIM. [ WSS KiM LLAG [GorTxaow [ |
EVERGREEN SHRUBS
SEA GREEN JUNIPER [H8" AT x2a w211 ]
TAXUS x MEDIA TAUNTONT TAUNTON DENSE YEW e rmerw [0 |
PERENNIALS AMD ORNAMENTAL GRASSES
FEATHER REED GRASS TTGALLON [ 3% [ SPAGED 240G
HEMEROGALLIS HAPPY RETURNS HAPPY RETURNS DAYLILY [ GALloN [ 134 | sPAGED 180G

LOCATE ALL UNDERGROUND UTILITIES PRIOR TO DIGGING. TREE PIT WIDTH TO BE THREE TIMES THE
WIDTH OF THE ROOT BALL. TEST TREE PIT FOR DRAINAGE PRIOR TO INSTALLING TREE. PRUNE OFF ALL
DEAD, BROKEN OR SCARRED BRANCHES. LOCATE ROOT FLARE IN ROOT BALL AND SET TREE HEIGHT SO
THAT ROOT FLARE IS FLUSH WITH FINISH GRADE. WATER IN THE PLANTING MIX THOROUGHLY, WHILE
KEEPING THE TREE PLUMB. STRAIGHTEN TREE IF SETTLING OCCURS.

4" DIA. PERFORATED PVC INSPECTION
PIPE, WRAPPED IN GEOTEXTILE FABRIC
AND CAPPED WITH A SLOTTED BLACK
PLASTIC COVER. GAP TO BE LEVEL
WITH MULCH

'SHREDDED HARDWOOD BARK MULCH,
3" DEPTH. TAPER MULCH TO 0" OF
CCOVERAGE AT THE ROOT FLARE.

PLANTING MIX, SEE GENERAL NOTES
FOR MORE INFORMATION.

ROOT BALL.
BIO-DEGRADABLE TWINE OPLY, NO
NYLON,

TAMPED SOIL AROUND BASE OF ROOT
BALL

SET ROOT BALL ON UNEXCAVATED OR
TAMPED SOIL.

DECIDUOUS TREE PLANTING DETAIL
NOT TO SCALE

LOCATE ALL UNDERGROUND UTILITIES PRIOR TO PLANTING. SHRUBS BEDS ARE TO BE EXCAVATED AS A
SINGLE SHRUB PIT. EXTEND SHRUB PIT WIDTH TO EDGES OF PLANT BED AS SHOWN ON THE LANDSCAPE
PLAN. LOCATE ROOT FLARE IN ROOT BALL AND SET SHRUB HEIGHT SO THAT ROOT FLARE IS FLUSH WITH
FINISH GRADE. REMOVE TWINE FROM ROOT FLARE. BACKFILL AND WATER IN THE PLANTING MIX
THOROUGHLY, WHILE KEEPING THE SHRUB PLUMB. STRAIGHTEN SHRUB IF SETTLING OCCURS. PRUNE
OFF ALL DEAD, BROKEN OR SCARRED BRANCHES, AND SHAPE PRUNE AS DIRECTED BY THE LANDSCAPE
ARCHITECT. MULCH LIMITS FOR SHRUBS SHALL EXTEND TO ALL OUTER EDGES OF PLANTING BEDS, SEE
LANDSCAPE PLAN FOR BED LAYOUTS.

'SHREDDED HARDWOOD BARK MULCH,
2" DEPTH. TAPER MULCH DOWN AT
ROOT FLARE SO THAT MULCH DOES
NOT TOUCH STEMS. EXTEND MULCH
TO ENDS OF BED, AS SHOWN ON
PLANS.

ROOT BALL. FOR BALL AND
BURLAPPED SHRUBS, REMOVE ALL
NON-BIODEGRADABLE TWINE. FOR
CONTAINERIZED SHRUBS, REMOVE
CONTAINER AHD LOOSEN ANY POT
BOUND ROOTS.

PLANTING MIX, SEE GENERAL NOTES.

LOOSEN OR SCARIFY EXISTING SOIL
BELOW PLANTING BED. TEST FOR
ADEQUATE DRAINAGE, AND NOTIFY
LANDSCAPE ARCHITECT OF ANY
DRAINAGE PROBLEMS.

SHRUB PLANTING DETAIL
NOT TO SCALE

LOCATE ALL UNDERGROUND UTILITIES PRIOR TO DIGGING. EXCAVATE ENTIRE PERENNIAL / ORNAMENTAL
GRASS BED, AND BACKFILL WITH PLANTING MIX AS SPECIFIED. BED HEIGHT IS TO BE 1° ABOVE FINISH
GRADE AND WELL DRAINED.  MULCH LIMITS FOR PERENNIAL BEDS TO EXTEND TO ALL EDGES OF THE
BEDS, SEE PLANS FOR BED LAYOUTS. SEE PLANT LIST FOR PLANT SPACING. GAPS BETWEEN PLANTS
SHALL BE NO GREATER THAN THE SPECIFIED SPACING FOR THAT PARTICULAR PLANT.

SHREDDED HARDWOOD BARK MULCH, 1" DEPTH AROUND
PERENNIALS.

Ziii——— PLANTING MIX, 12" DEPTH, SEE GENERAL NOTES FOR
MORE INFORMATION

PERENNIAL AND ORNAMENTAL GRASS PLANTING DETAIL
NOT TO SCALE
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