
MIN.12" PLUS O.D. OF PIPE

MAX 18" PLUS PIPE O.D. FOR TRENCHES <5'

MAX 36" PLUS PIPE O.D. FOR TRENCHES >5'

NOTES:

PAVEMENT OR 6" MIN. TOPSOIL

NON-PAVED AREAS

TYPE IN PAVED AND

TRENCH BACKFILL

SEE NOTE 1 FOR

NOT TO SCALE

CITY OF ST. CHARLES
ILLINOIS    SINCE 1834

Pride of the Fox
DRAWING NO. D-06

DIRECTED AND REPLACE WITH IDOT CA-7

UNDERCUT UNSUITABLE AREAS WHERE

4" MIN. IDOT CA-7

MIN.

6"

MIN.

6"

4. ALL TRENCH EXCAVATIONS SHALL MEET OSHA REQUIREMENTS.

   WITH PUSH-ON GASKET JOINTS.

3. ALL PUBLIC STORM SEWER SMALLER THAN 15" DIA. SHALL BE PVC PIPE SDR 26

   INUNDATION OR WATER JETTING ARE NOT ALLOWED.

2. ALL MATERIALS SHALL BE PROPERLY COMPACTED PER SPECIFICATIONS.

   

   OR WITHIN ZONE OF INFLUENCE, OR EARTH BACKFILL IN NON-PAVED AREAS.

1. TRENCH BACKFILL MATERIAL SHALL CONSIST OF IDOT CA-7 UNDER PAVED AREAS

REVISED:

RCP, DIP & PVC TRENCH

DATE: 9-10-2021

SPRINGLINE

OF IDOT CA-7

SHALL CONSIST

ABOVE TOP OF PIPE

BACKFILL TO 12"

PVC:

SPRINGLINE

BACKFILL TO

RCP/DIP:

.

.




