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OWNER/DEVELOPER

IMDC-SC LLC

J.U.L.I.E.

NOT  TO  SCALE

(630) 800-4801
GENEVA, ILLINOIS 60134

215 FULTON STREET

Illinois Professional Design Firm No. 184-005641

PROFESSIONAL ENGINEER'S CERTIFICATE

SITE LOCATION

SHEET INDEX

 1.) TITLE SHEET

 2.) GENERAL NOTES & SPECIFICATIONS

 3.) EXISTING CONDITIONS

 4.) SITE PLAN

 5.) UTILITY PLAN

 6.) GRADING & DRAINAGE PLAN

 7.) EROSION & SEDIMENT CONTROL PLAN

 8.) EROSION & SEDIMENT CONTROL DETAILS

 9.) CONSTRUCTION DETAILS

 10.) CONSTRUCTION DETAILS

 11.) CONSTRUCTION DETAILS

STATE OF ILLINOIS )
                                      S.S.
COUNTY  OF  KANE )

I, JOHN B. SPENADER, A LICENSED PROFESSIONAL ENGINEER OF ILLINOIS, HEREBY
CERTIFY THAT THIS TECHNICAL SUBMISSION WAS PREPARED ON BEHALF OF IMDC-SC LLC,
BY SILVER EDGE CONSULTANTS LLC UNDER MY PERSONAL DIRECTION.  THIS TECHNICAL
SUBMISSION IS INTENDED TO BE USED AS AN INTEGRAL PART OF AND IN CONJUNCTION
WITH THE PROJECT SPECIFICATION AND CONTRACT DOCUMENTS.

EARTHWORK, DRAINAGE, STORM SEWER
PAVING & EROSION CONTROL

2900 MIDWEST BLVD
OAKBROOK, IL  60523

(630) 218-5773  (630) 954-5665 fax

IMDC-SC LLC SILVER EDGE CONSULTANTS LLC

COPYRIGHT  2014, SILVER EDGE CONSULTANTS LLC

THE LEARNING EXPERIENCE
LOTS 8 & 9, PINE RIDGE PARK,

CITY OF ST. CHARLES, ILLINOIS

FILE NAME: 1_TITLE.dwg
DIRECTORY: CAD14/116001
DRAWN BY: DGW
DATE: 1/24/2014

DATED THIS  DAY OF , A.D. 2014

ILLINOIS LICENSED PROFESSIONAL ENGINEER No. 062-032151
MY LICENSE EXPIRES ON NOVEMBER 30, 2015

NOTES:

EXISTING BOUNDARY & TOPOGRAPHIC SURVEY PROVIDED BY
JOHNSON-WESTERN SURVEYING, L.L.C.

2900 MIDWEST BLVD
OAKBROOK, IL  60523
(630) 218-5773  (630) 954-5665 fax

ARCHITECT

SORCE ARCHITECTURE
3030 SALT CREEK LN, SUITE 122
ARLINGTON HEIGHTS, IL  60005
(847) 392-2600  (847) 394-4972 fax
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2900 MIDWEST BLVD
OAKBROOK, IL  60523

(630) 218-5773  (630) 954-5665 fax

PREPARED FOR: PREPARED  BY :

GENEVA, ILLINOIS 60134
(630) 800-4801

215 FULTON STREET

SCALE: NONE

IMDC-SC LLC THE LEARNING EXPERIENCE - GENERAL NOTES & SPECIFICATIONS

LOTS 8 & 9, PINE RIDGE PARK, CITY OF ST. CHARLES, ILLINOIS

SHEET 2  OF 11
XREF: OVERALLJOB. NO.: 116.001

DATE: 1/24/2014DIRECTORY: CAD14/116001
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FILE NAME: 2_GENERAL NOTES DESIGN BY: JBS

DRAWN BY: DGW

SILVER EDGE CONSULTANTS LLC

COPYRIGHT  2014, SILVER EDGE CONSULTANTS LLC
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LOT 7

LOT 6

LOT 5

LOT 10
ALDI

THE CORPORATE RESERVE
OF ST. CHARLES

RETENTION BASIN

217.95'

210.19'

16.65'

24
0.

21
'

209.99'

179.80'

23
1.

21
'

LOT 8

LOT 9

100 YEAR FLOWS ARE
CONVEYED TO BASIN A
IN PINE RIDGE PARK
THROUGH STORM SEWER

ASSUMED LOCATION OF
6" PVC SANITARY SERVICE STUB,

ASSUMED INV=773.40

FIRE HYDRANT

ASSUMED LOCATION OF
6" PVC SANITARY SERVICE STUB,

ASSUMED INV=772.30

8" PVC SANITARY SEWER

8" D.I. WATERMAIN
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BENCHMARK:
ELEVATION = 782.02

17.5'
17.5'

(3) RED REFLECTIVE
DIAMOND SIGNS
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2900 MIDWEST BLVD
OAKBROOK, IL  60523

(630) 218-5773  (630) 954-5665 fax
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GENEVA, ILLINOIS 60134
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IMDC-SC LLC THE LEARNING EXPERIENCE - EXISTING CONDITIONS

LOTS 8 & 9, PINE RIDGE PARK, CITY OF ST. CHARLES, ILLINOIS

SHEET 3  OF 11
XREF: OVERALLJOB. NO.: 116.001

DATE: 1/24/2014DIRECTORY: CAD14/116001
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FILE NAME: 3_EX COND DESIGN BY: JBS

DRAWN BY: DGW

SILVER EDGE CONSULTANTS LLC

COPYRIGHT  2014, SILVER EDGE CONSULTANTS LLC

BOUNDARY LINE

EASEMENT LINE

SETBACK LINE

CONTOUR LINE

STORM SEWER

SANITARY SEWER

WATERMAIN

ELECTRIC

CABLE TV

TELEPHONE

SANITARY MANHOLE

FIRE HYDRANT

STORM CURB STRUCTURE

STORM MANHOLE

FLARED END SECTION

PHONE PEDESTAL

TELEPHONE MANHOLE

OVERLAND FLOOD ROUTE

W W W W

E E E E

C C C C

T T T T

800

LEGEND

EX. ACCESS ROAD

EX
. A

C
C

ES
S 

R
O

AD

LA
N

D
S

C
A

P
E

E
A

S
E

M
E

N
T

18'

50' BUILDING AND PARKING

SETBACK LINE

PUBLIC ROADWAY EASEMENT
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30' WIDE INGRESS AND

EGRESS EASEMENT

SANITARY MH
RIM: 782.25
INV: 773.21

SANITARY MH
RIM: 782.04

INV: 771.64 (W)
INV: 771.44 (E)

SANITARY MH
RIM: 784.21

INV: 778.00 (E)
INV: 777.56 (S)

8" PVC SANITARY SEWER

8"
 P

VC
SA

NI
TA

RY
 S

EW
ER

STM MH, 4' DIA
RIM: 780.47
INV: 776.67

CATCH BASIN, 4' DIA
RIM: 780.42
INV: 773.04 (NE)
INV: 771.20 (W)

STM MH, 5' DIA
RIM: 783.15
INV: 772.78

STM MH, 5' DIA
RIM: 785.07

INV: 776.04 (N,E)

24
" R

C
P 

ST
O
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M

 S
EW

ER

CATCH BASIN, 5' DIA
RIM: 781.35

INV: 772.28 (N/S)
INV: 773.65 (E)

12" RCPSTORM SEWER

24" RCP STORM SEWER

30" RCP FLARED
END SECTION

INV: 762.61
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30" RCP STORM SEWER

12" RCP

STORM
 SEW

ER

CATCH BASIN, 4' DIA
RIM: 768.24

INV: 763.96 (W)
INV: 763.83 (SE)

12" RCP
STORM SEWER

OUTLET CONTROL STRUCTURE
RIM: 771.48 (W)
RIM: 771.45 (E)
INV: 764.23 (W)
INV: 764.18 (E)

CATCH BASIN, 5' DIA
RIM: 777.09
INV: 755.46 (N/S)
INV: 762.46 (NW)

CATCH BASIN, 5' DIA
RIM: 777.60
INV: 756.00 (S)
INV: 755.50 (N)
INV: 759.70 (SW)

STM MH, 5' DIA
RIM: 778.82
INV: 762.05 (S)
INV: 761.85 (N)
INV: 763.69 (E)
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SCALE: 1" = 20'

IMDC-SC LLC THE LEARNING EXPERIENCE - SITE PLAN

LOTS 8 & 9, PINE RIDGE PARK, CITY OF ST. CHARLES, ILLINOIS

SHEET 4  OF 11
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FILE NAME: 4_SITE PLAN DESIGN BY: JBS

DRAWN BY: DGW

SILVER EDGE CONSULTANTS LLC

COPYRIGHT  2014, SILVER EDGE CONSULTANTS LLC

LEGEND

X X X X

BOUNDARY LINE

EASEMENT LINE

PARKING / BUILDING SETBACK LINE

PROPOSED FENCE

PROPOSED SIGN

TRAFFIC FLOW ARROW

CONCRETE PAVEMENT

LIGHT DUTY ASPHALT PAVEMENT

HEAVY DUTY ASPHALT PAVEMENT

NOTE:

1. DIMENSIONS ARE SHOWN TO FACE OF CURB.

2. ALL SIGNING SHALL BE IN ACCORDANCE WITH THE APPLICABLE
PROVISIONS OF THE LATEST EDITION OF THE STATE OF ILLINOIS
"STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE
CONSTRUCTION" AND THE LATEST EDITION OF THE STATE OF
ILLINOIS "MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES".

PARKING SUMMARY

39 REGULAR SPACES
2 HANDICAPPED SPACES

41 TOTAL SPACES PROVIDED

SITE DATA SUMMARY

SITE AREA:

PROPOSED BUILDING AREA:
BUILDING COVERAGE: 18.9%

LANSCAPE AREA: 15,626 SF (29.5%)

INTERIOR PARKING LOT AREA: 21,005 SF
INTERIOR LANSCAPING: 2,424 SF (11.5%)

USE HEAVY DUTY ASPHALT WITHIN
INGRESS / EGRESS EASEMENT,
SEE DETAIL, SHEET 11

HANDICAP RAMP,
2' WIDE STRIP OF RED,

RAISED DETECTABLE WARNINGS,
TRUNCATED DOMES

2' WIDE STRIP OF RED,
RAISED DETECTABLE WARNINGS,

TRUNCATED DOMES SEE DETAILS FOR HANDICAP
PARKING PAVEMENT MARKINGS
& SIGNSNORMAL PITCH

GUTTER

NORMAL PITCH
GUTTER

REVERSE PITCH
GUTTER

REVERSE PITCH
GUTTER

NORMAL PITCH
GUTTER

BEGIN NORMAL
PITCH GUTTER

NORMAL PITCH
GUTTER

REVERSE PITCH
GUTTER

DO NOT ENTER
SIGN

DO NOT ENTER
SIGN

SAW CUT EXISTING PAVEMENT (27 LF),
1 FT. FROM EDGE OF PAVEMENT

B6.12 CURB
& GUTTER

MONUMENT
SIGN

6' HIGH
FENCE

TRASH ENCLOSURE
SEE ARCHITECTURAL PLANS

FOR DETAILS

FENCED CONDENSING
UNIT LOCATION

SAW CUT CURB
(52 LF)

CURB CUT FOR
FUTURE ACCESS

FOUNDATION LANDSCAPE
AREA

ENTRY CANOPY

5

10 7

28

9

LANDSCAPE
AREA

LANDSCAPE

EASEM
ENT

50' BUILDING AND PARKING

SETBACK LINE

PUBLIC ROADWAY EASEMENT

18'

EX. ACCESS ROAD

EX. AC
C

ESS R
O

AD

IN
G

R
ESS AN

D
 EG

R
ESS

EASEM
EN

T

30' WIDE INGRESS AND

EGRESS EASEMENT

25' PROPOSED
ACCESS EASEMENT

PROPOSED
LOT LINE

DEPRESSED
CURB

HANDICAP RAMP,
2' WIDE STRIP OF RED,
RAISED DETECTABLE WARNINGS,
TRUNCATED DOMES

4" STRIPES

BLOCK RETAINING WALL,
TO BE DESIGNED BY

A STRUCTURAL ENGINEER

NORMAL PITCH
GUTTER

RELOCATE RED REFLECTIVE
DIAMOND SIGNS

PROPOSED
5' SIDEWALK
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IMDC-SC LLC THE LEARNING EXPERIENCE - UTILITY PLAN

LOTS 8 & 9, PINE RIDGE PARK, CITY OF ST. CHARLES, ILLINOIS

SHEET 5  OF 11
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FILE NAME: 5_UTILITY DESIGN BY: JBS

DRAWN BY: DGW

SILVER EDGE CONSULTANTS LLC

COPYRIGHT  2014, SILVER EDGE CONSULTANTS LLC

LEGEND

BOUNDARY LINE

STORM SEWER

SANITARY SEWER

WATERMAIN

ELECTRIC

GAS

TELEPHONE

OVERHEAD WIRE

SANITARY MANHOLE

SANITARY CLEANOUT

STORM MANHOLE, CLOSED LID

STORM MANHOLE, OPEN LID

STORM CATCH BASIN, CLOSED LID

STORM INLET, OPEN LID

STORM CURB STRUCTURE

STORM CLEANOUT

RCP FES SECTION W / GRATE

WATER VALVE & VAULT

WATER VALVE

FIRE HYDRANT & AUXILIARY VALVE

B-BOX

UTILITY POLE

W W W W

E E E E

G G G G

T T T T

W W W W

E E E E

G G G G

T T T T

OW OW OW OW OW OW

EXISTING PROPOSED

UTILITY NOTES

1. BEFORE EXCAVATION, ALL UNDERGROUND UTILITIES SHALL BE LOCATED IN THE FIELD BY
THE PROPER AUTHORITIES.  THE LOCATION OF ALL UTILITIES AND UNDERGROUND
STRUCTURES SHOWN ARE APPROXIMATE AND THOSE SHOWN ARE NOT NECESSARILY ALL
OF THE EXISTING UTILITIES.  IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO VERIFY
THE EXISTENCE, LOCATION, AND SIZE OF ALL UTILITIES AND UNDERGROUND STRUCTURES
AND REPORT DISCREPANCIES TO THE ENGINEER PRIOR TO THE COMMENCEMENT OF
WORK.

2. ALL UTILITY AND SERVICE TRENCHES UNDER OR WITHIN (3) FEET OF PAVED SURFACES
SHALL BE BACKFILLED WITH TRENCH BACKFILL, AS INDICATED ON THE TYPICAL TRENCH
SECTION.

3. ALL EXISTING STRUCTURE RIMS SHALL BE ADJUSTED TO MATCH PROPOSED GRADES.

4. ALL SANITARY & SANITARY SEWER SERVICES SHALL BE PVC SDR-26 PIPE CONFORMING TO
ASTM D-2241-86 WITH ELASTOMERIC JOINTS PER ASTM D-3212.

5. ALL WATER MAIN SHALL BE CEMENT LINED DUCTILE IRON PIPE, CLASS 52 CONFORMING TO
AWWA C-151 WITH PUSH-ON OR MECHANICAL JOINTS AND SHALL HAVE A MINIMUM OF 5.0
FEET OF COVER.  BRASS WEDGES SHALL BE USED AT ALL JOINTS ALONG WITH POLYWRAP,
PER CITY REQUIREMENT.

6. RCP STORM SEWER SHALL CONFORM TO ASTM C 76, CLASS IV, WITH JOINTS CONFORMING
TO ASTM C-443.

7. PVC STORM SEWER SHALL BE SDR-26 MIN. AND OF WATERMAIN QUALITY CONFORMING TO
ASTM D-2241 WITH ASTM D-3139 JOINTS.

8. ALL UTILITY LINES SHALL BE A MINIMUM 5 FT. FROM B-BOXES AND FIRE HYDRANTS.

REMOVE & REPLACE CURB FRAME & GRATE
WITH ROUND OPEN FRAME & GRATE.  SELECT
FRAME & GRATE TO MATCH EXISTING RIM
ELEVATION.

ADJUST STRUCTURE, PROPOSED FLOW LINE
ELEVATION = 780.42.  SELECT CURB FRAME &
GRATE OR ROUND OPEN GRATE AS
NECESSARY TO FIT STRUCTURE & PROPOSED
CURB.  FORM CURB AROUND STRUCTURE IF
NECESSARY.

FRAMES & GRATES
(UNLESS NOTED OTHERWISE)

WATER & SANITARY: NEENAH R-1713 (SEE STANDARD COVER DETAIL)

TYPE 8 GRATE: NEENAH R-4340-B OR EQUAL

CURB INLET FRAME & GRATE: NEENAH R-3281-A OR EQUAL

STM MH, 5' DIA
RIM: 778.82

INV: 762.05 (S)
INV: 761.85 (N)
INV: 763.69 (E)

STM MH, 4' DIA
RIM: 780.47
INV: 776.67

CATCH BASIN, 4' DIA
RIM: 780.42
INV: 773.04 (NE)
INV: 771.20 (W)

12" R
C

P

12" RCP

24" RCP

24" RCP

STM MH, 5' DIA
RIM: 783.15
INV: 772.78

SANITARY MH
RIM: 782.25
INV: 773.21

8" PVC

SANITARY MH
RIM: 782.04

INV: 771.64 (W)
INV: 771.44 (E)

SANITARY MH
RIM: 784.21

INV: 778.00 (E)
INV: 777.56 (S)

8" PVC

8"
 P

V
C

STM MH, 5' DIA
RIM: 785.07

INV: 776.04 (N,E)

24" R
C

P

24" R
C

P

12" RCP

CATCH BASIN, 5' DIA
RIM: 781.35

INV: 772.28 (N/S)
INV: 773.65 (E)

FIRE HYDRANT

CONNECT ALL DOWNSPOUTS
TO STORM SEWER
(VERIFY DOWNSPOUT LOCATIONS
WITH ARCHITECTURAL PLANS)
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IMDC-SC LLC THE LEARNING EXPERIENCE - GRADING & DRAINAGE PLAN

LOTS 8 & 9, PINE RIDGE PARK, CITY OF ST. CHARLES, ILLINOIS
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FILE NAME: 6_GRADING DESIGN BY: JBS

DRAWN BY: DGW

SILVER EDGE CONSULTANTS LLC

COPYRIGHT  2014, SILVER EDGE CONSULTANTS LLC

LEGEND

BOUNDARY LINE

CONTOUR LINE

STORM SEWER

SANITARY SEWER

WATERMAIN

STORM MANHOLE, CLOSED LID

STORM MANHOLE, OPEN LID

STORM CATCH BASIN, CLOSED LID

STORM CATCH BASIN, OPEN LID

STORM CURB STRUCTURE

STORM CLEANOUT

RCP FES SECTION W / GRATE

OVERLAND FLOOD ROUTE

W W W W W W W W

EXISTING PROPOSED

800800

TC = TOP OF CURB

TDC = TOP OF DEPRESSED CURB

EP = EDGE OF PAVEMENT

FL = FLOW LINE

SW = SIDEWALK

TW = TOP OF WALL

BW = GRADE AT BOTTOM OF WALL

ALL PROPOSED GRADES REPRESENT
FINISHED GRADES, UNLESS NOTED OTHERWISE

GRADING NOTES
1. SITE GRADING SHALL NOT PROCEED UNTIL EROSION CONTROL MEASURES ARE IN PLACE.

2. A MINIMUM OF 6 INCHES OF TOPSOIL IS TO BE FURNISHED & PLACED IN ALL DISTURBED
AREAS.  THE PROPOSED ELEVATIONS ARE FINISHED GRADES.  A MINIMUM OF SIX INCHES
(6") OF TOPSOIL IS TO BE PLACED BEFORE FINISHED GRADE ELEVATIONS ARE ACHIEVED.

3. THE CONTRACTOR SHALL REFER TO ARCHITECTURAL PLANS FOR EXACT LOCATIONS AND
DIMENSIONS OF ENTRANCES, VESTIBULES, STAIRS, RETAINING WALLS, RAMPS, PRECISE
BUILDING DIMENSIONS AND EXACT BUILDING ENTRANCE LOCATIONS.

4. ALL SLOPES SHALL BE 4:1 (HORIZONTAL:VERTICAL) MAXIMUM UNLESS NOTED OTHERWISE.

5. PAVEMENT SLOPES ACROSS HANDICAP PARKING STALLS AND ADJOINING ACCESS AISLES
SHALL BE A MAXIMUM OF 2% IN ALL DIRECTIONS, OR IN ACCORDANCE WITH THE LATEST
ADA STANDARDS.

6. ALL AREAS NOT PAVED SHALL BE LANDSCAPED IN ACCORDANCE WITH THE LANDSCAPE
PLAN, UNLESS NOTED OTHERWISE IN THE CONSTRUCTION DRAWINGS, SITE
SPECIFICATIONS OR INSTRUCTED BY THE DEVELOPER.
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IMDC-SC LLC THE LEARNING EXPERIENCE - EROSION & SEDIMENT CONTROL PLAN

LOTS 8 & 9, PINE RIDGE PARK, CITY OF ST. CHARLES, ILLINOIS

SHEET 7  OF 11
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DRAWN BY: DGW

SILVER EDGE CONSULTANTS LLC

COPYRIGHT  2014, SILVER EDGE CONSULTANTS LLC

GENERAL EROSION &
SEDIMENT CONTROL NOTES

1. THE CONTRACTOR SHALL INSTALL SOIL EROSION AND SEDIMENT CONTROL MEASURES
PRIOR TO ANY SOIL DISTURBANCE, OR IN THEIR PROPER SEQUENCE AND MAINTAIN THEM
UNTIL PERMANENT STABILIZATION IS ESTABLISHED.

2. ADDITIONAL EROSION AND SEDIMENT CONTROL MEASURES MAY BE REQUIRED AS
DEEMED NECESSARY BY THE OWNER OR THE CITY IN THE EVENT OF ANY UNFORESEEN
PROBLEMS DURING CONSTRUCTION.

3. THE CONTRACTOR SHALL LANDSCAPE OR VEGETATE DISTURBED AREAS THAT WILL BE
LEFT EXPOSED MORE THAN 14 DAYS, AND NOT SUBJECT TO CONSTRUCTION TRAFFIC.

4. THE CONTRACTOR SHALL CONTROL DUST WITH WATER OR OTHER METHODS APPROVED
BY THE OWNER AND THE CITY.

5. THE CONTRACTOR SHALL INSTALL SILT FENCE ALONG THE PERIMETER OF ALL SOIL
STOCKPILES.

6. THE STABILIZED CONSTRUCTION ENTRANCE SHALL BE MAINTAINED TO PREVENT
TRACKING OF SEDIMENT ONTO PUBLIC STREETS.  SEDIMENT TRACKED ON THE PUBLIC
RIGHT-OF-WAY SHALL BE REMOVED IMMEDIATELY.

7. SILT FENCE SHALL BE INSPECTED FOR DEPTH OF SEDIMENT, TEARS, TO SEE IF FABRIC IS
SECURELY ATTACHED TO THE FENCE POSTS, AND TO SEE THAT THE FENCE POSTS ARE
FIRMLY IN THE GROUND.

8. RIPRAP OUTLET PROTECTION SHALL BE INSPECTED AFTER HIGH FLOWS AND SHALL BE
REPAIRED AS NEEDED.

9. ALL CONTROL MEASURES SHALL BE INSPECTED AT LEAST ONCE EACH WEEK AND
FOLLOWING ANY STORM EVENT OF 0.5 INCHES OR GREATER.

10. DISTURBED AREAS AND AREAS USED FOR STORAGE OF MATERIALS THAT ARE EXPOSED
TO PRECIPITATION SHALL BE INSPECTED FOR EVIDENCE OF, OR THE POTENTIAL FOR,
POLLUTANTS ENTERING THE DRAINAGE SYSTEM.

SCHEDULE FOR EROSION &
SEDIMENT CONTROL MEASURES

1. INSTALL STABILIZED ROCK CONSTRUCTION ENTRANCE AT THE LOCATION SHOWN ON THE
PLAN OR AS DECIDED AT THE PRE-CONSTRUCTION MEETING.

2. INSTALL SILT FENCE AT THE LOCATIONS SHOWN ON THE PLAN.  THE SILT FENCE SHALL
REMAIN IN PLACE UNTIL THE SITE IS STABILIZED WITH A UNIFORM 70% PERENNIAL
VEGETATIVE COVER.

3. BEGIN EARTHWORK AND GRADING OPERATIONS.  STOCKPILES AND DISTURBED PORTIONS
OF THE SITE WHERE CONSTRUCTION ACTIVITY TEMPORARILY CEASES FOR AT LEAST 14
DAYS WILL BE STABILIZED WITH TEMPORARY SEED AND MULCH NO LATER THAN 7 DAYS
FROM THE LAST CONSTRUCTION ACTIVITY IN THAT AREA FOR DISTURBED AREAS AND NO
LATER THAN 3 DAYS FOR TEMPORARY STOCKPILES.

4. INSTALL UNDERGROUND UTILITIES.  INSTALL INLET AND OUTLET PROTECTION AROUND
ALL STORM SEWER STRUCTURES AS SHOWN ON THE PLAN.  INLET PROTECTION SHALL
REMAIN IN PLACE UNTIL THE SITE IS STABILIZED WITH PAVING AND A UNIFORM 70%
PERENNIAL VEGETATIVE COVER ON ALL AREAS TRIBUTARY TO THE INLETS.

5. PAVE PARKING AREA AND ACCESS DRIVES.

6. COMPLETE FINAL GRADING AND INSTALL REMAINING PERMANENT SEEDING, PLANTING, &
EROSION CONTROL BLANKET.

7. ONCE THE SITE IS STABILIZED WITH PAVING AND A UNIFORM 70% PERENNIAL VEGETATIVE
COVER IS ACHIEVED ON ALL DISTURBED AREAS, FLUSH ALL STORM SEWERS AND REMOVE
REMAINING EROSION CONTROL DEVICES.  CLEAN OUT SEDIMENT FROM PIPE OUTLET
AREAS IF NECESSARY.

8. FILE AN NPDES NOTICE OF TERMINATION (NOT).

NOTE:

1. EROSION CONTROL BLANKET IS TO BE S75BN AS MANUFACTURED BY
NORTH AMERICAN GREEN OR EQUIVALENT.

2. INSTALL "DROP-IN PROTECTION" IN ALL OPEN LID DRAINAGE
STRUCTURES, SEE DETAIL - NEXT SHEET.

3. IT IS THE CONTRACTOR'S RESPONSIBILITY TO INDICATE ON THE
PLANS THE LOCATION OF THE CONCRETE WASHOUT UPON
INSTALLATION, SEE DETAIL - NEXT SHEET.

LEGEND

SF SF SF

BOUNDARY LINE

SILT FENCE

STORM SEWER

STORM MANHOLE, CLOSED LID

STORM MANHOLE, OPEN LID

STORM CATCH BASIN, CLOSED LID

STORM CATCH BASIN, OPEN LID

STORM CURB STRUCTURE

STORM CLEANOUT

RCP FES SECTION W / GRATE

ROCK RIPRAP

EROSION CONTROL BLANKET

SF SF SF

EXISTING PROPOSED

CONSTRUCTION
ENTRANCE

24 LF
SILT FENCE

220 LF
SILT FENCE

250 LF
SILT FENCE

368 LF
SILT FENCE

AREA DRAIN
PROTECTION

2,200 SY
EROSION CONTROL
BLANKET

255 SY
EROSION CONTROL
BLANKET

15 SY RIPRAP,
GRADATION 3

TEMPORARY
STOCKPILE
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TEMPORARY CONCRETE
WASHOUT FACILITY

"DROP-IN PROTECTION"
DETAIL

5

2

3

3

3

Row

Jute Mesh

Jute Mesh

Jute Mesh

ATTACHING TWO SILT FENCES

Filter Fabric

Posts

Step 1

Step 2

Step 3

Filter Fabric

Checked

Approved

REFERENCE

Project

Designed Date

Date

Date

STANDARD DWG. NO.

SHEET  2  OF  2

DATE   1-29-99

seal with the fabric material.
Drive both posts a minimum of 18 inches into the ground and bury the flap.

NOTES:
1.
2.

3.

AREA DRAIN
PROTECTION
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SILVER EDGE CONSULTANTS LLC

COPYRIGHT  2014, SILVER EDGE CONSULTANTS LLC

CLEANOUT

HEAVY DUTY FRAME AND COVER W/ LETTERS "CO"
CAST IN COVER.  COVER SHALL BE FLUSH WITH THE
FINAL PAVEMENT / GROUND SURFACE.

FINAL PAVEMENT / GROUND SURFACE

PVC COUPLINGS AND
THREADED CAP WITH

A WATERTIGHT GASKET

COMPACTED
SUBGRADE

PLUG WYE IF
LATERAL DOES
NOT CONTINUE

WYE MAIN LINE
SEE PLAN FOR SIZE,
TYPE AND ELEVATION

4" DIA. PVC RISER

2'x2'x8" 4,000 PSI CONCRETE APRON
WITH ONE CONTINUOUS LAYER OF
6"x6"x10/10 W.W.M.
(NOT REQUIRED IN LANDSCAPE AREAS)

2" MIN.

NOTES:
1. THIS DETAIL APPLIES TO STORM SEWER CLEANOUTS WITH APPROPRIATE CHANGES TO

WYE AND PIPE  SIZES, AND PIPE MATERIALS.
2. ALL PVC PIPE AND FITTINGS SHALL BE MINIMUM SDR 35 WITH RUBBER GASKETED JOINTS.
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TYPICAL PAVING SECTIONS

HEAVY DUTY ASPHALT LIGHT DUTY ASPHALT

COMPACTED CLAY SUBGRADE
(IBR = 3.0 MIN.)

4" CRUSHED AGGREGATE
SUBBASE - TYPE B (CA-6)

4" BITUMINOUS AGGREGATE BASE
COURSE - SUPERPAVE, MIX C, N50

2 1
4" BITUMINOUS BINDER COURSE,

SUPERPAVE, MIX C, N50

1 1
2" BITUMINOUS SURFACE COURSE,

SUPERPAVE, MIX C, N50

(ACCESS EASEMENT) (PARKING LOT)

10" CRUSHED AGGREGATE
SUBBASE - TYPE B (CA-6)

1 1
2" CLASS I BITUMINOUS

BINDER COURSE

1 1
2" CLASS I BITUMINOUS

SURFACE COURSE

PRIME COAT (0.50 GAL / SQ YD)

COMPACTED CLAY SUBGRADE
(IBR = 3.0 MIN.)

PRIME COAT (0.50 GAL / SQ YD)

SIGN DETAILS

3,500 P.S.I.
P.C. CONCRETE

GROUND/PAVING
SURFACE

SLOPE TOP
OF CONCRETE

USE 6" PIPE BOLLARD
FILLED W/ CONCRETE

AND PAINTED TRAFFIC
YELLOW (ONLY WHEN

SIGN IS IN PAVED AREA
OR SIDEWALK

BREAK AWAY
CHANNEL POST
WHEN PIPE
BOLLARD IS NOT
REQUIRED

"U"-CHANNEL POST
(2 LBS./FT.)

PENALTY SIGN AS
REQUIRED BY CITY

OF ST. CHARLES

THIS SIGN
TYPICAL

AT ALL
ACCESSIBLE

PARKING SPACES
MUTCD R7-8

12"x18"

1'

3'-
0"

3'-
0"

3"

5'-
0"

 M
IN

.

6" RADIUS
WHITE REFLECTIVE
PAINT

BLUE
BACKGROUND

2'-
0"

1'-
0"

8"

R=2'-0"

R=1'
-8"

1'-0"

4"

3"
1'-8"

8"  OF PARKING SPACE

HANDICAP ACCESSIBLE
PAVEMENT SYMBOL

HANDICAP PARKING SIGN
(MUTCD R7-8, 12"x18"),
WITH FINE SIGN

HANDICAP PARKING DETAILS

DO NOT ENTER SIGN
MUTCD R5-1

30"x30"

4" WHITE REFLECTIVE
PAINT @ 3'-0" O.C.

HANDICAP ACCESSIBLE
PARKING STALLS

2'

4" WHITE
REFLECTIVE PAINT

DEPRESSED CURB

2' WIDE STRIP OF RED,
RAISED DETECTABLE WARNINGS,
TRUNCATED DOMES

11'
5'

5'
11'

FACE OF
CURB

18
.75

'
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STM MH, 5' DIA
RIM: 778.82

INV: 762.05 (S)
INV: 761.85 (N)
INV: 763.69 (E)

STM MH, 4' DIA
RIM: 780.47
INV: 776.67

CATCH BASIN, 4' DIA
RIM: 780.42
INV: 773.04 (NE)
INV: 771.20 (W)12" R

C
P

12" RCP

24" RCP

24" RCP

STM MH, 5' DIA
RIM: 783.15
INV: 772.78

8" PVC

SANITARY MH
RIM: 784.21

INV: 778.00 (E)
INV: 777.56 (S)

8" PVC

8"
 P

V
C

STM MH, 5' DIA
RIM: 785.07

INV: 776.04 (N,E)

24" R
C

P

24" R
C

P

12" RCP

CATCH BASIN, 5' DIA
RIM: 781.35

INV: 772.28 (N/S)
INV: 773.65 (E)

CONNECT ALL DOWNSPOUTS
TO STORM SEWER
(VERIFY DOWNSPOUT LOCATIONS
WITH ARCHITECTURAL PLANS)




